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Technical Details

Salient Features & Benefits

Front ON / OFF indication
Suitable for DIN Rail / Base mounting
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e Easy accessibility to coil & contacts
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Alphanumeric terminal markings eliminate wiring error

Contact Combination 4 NO 3NO+1NC
Type MNO 40E MNO 31E
AC Control SS94660 SS94661
DC Control SS94665 SS94666
Type

Rated Insulation Voltage (Ui)
Rated Operational Voltage (Ue)

Thermal Current (lth)

Rated Current for AC-15 Utilisation Category (le)

Sequence of Operations

Maximum Frequency of Operations AC-15 (Operating Cycle / hr.)

Terminal Capacity

Coil Consumption

Pick-up
Hold-on

Standard Coil Voltages (Uc)

Overall Dimensions (H x W x D)

Accessories &

Spares

Add on Auxiliary Contact Block

2NO+2NC

1NO +1NC

1NO/1NC SS94715/ SS94716
2NO/2NC S$S94080 / SS94082
4NO/4NC 5594083 / SS94087
1NO +1NC SS94081
2NO +2NC S$894085
3NO +1NC $594084
1NO +3NC S5S94086

Ordering Suffix for Coil Voltages

Std Coil voltage at 50Hz 24 42 48 110
Ordering Suffix GOOO | JOOO | HOOO A AOOO
Coil Voltage VDC 24
Suffix 4000

@ LARSEN & TOUBRO

KOOO A BOOO @ COOO

2NO+2NC 1NO+3NC 4 NC
MNO 22E MNO 13E MNO 04E
S594662 SS594663 SS94664
SS94667 SS94668 SS94669
MNO AC MNO DC
690VAC
415VAC
10A
4A at 415V, 50Hz
Break before make
1200
2x2.5mm’
68VA 6.2W
11VA 6.2W

24, 42,110, 220, 240
360, 415, 525VAC at 50Hz

81 x45x 86 mm

24, 42,110, 220VDC

81 x45x 120 mm

Surge Suppressor for MNO
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7 MN-s1
Type MNO AC MNO DC
Mechanical Interlock Kit SS94071 SS94071 + SS94766
Surge Supressor SS94623 SS94781
Spare Coil SS94191 SS94651
220 240 360 380 415 440 525

48 110 220
5000 1000 2000

LOOO | DOOO | POOO | MOOO



