MDX DC Coil 3 Pole
Power Contactors
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MDX Power Contactors cater to all those applications where DC control supply is used. The range is available
from 9A-110A AC-3 and the major applications are battery chargers, traction systems, UPS systems etc. Many
critical installations like power generation equipment, crane terminals, hospital equipment also incorporate DC

Coil contactors.
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Technical Details

Type Designation
Catalogue no.
Conformance to Standards
Power Contacts

No. of poles

Rated insulation voltage U,

Rated impulse withstand voltage U,

imp

. Conventional free air
Operational current

Motor duty: 3®, 415V, 50Hz

thermal current |, (< 40°C)

\
kV

A

Utilization category AC-3 (< 55°C) | A/ kW

Rated making capacity
Rated breaking capacity (< 440V)

Operation current |, for AC-4 Utilization category
at 415V, 3®, 50Hz for 200000 operating cycles

DC 1-110V
DC 1 - 220V
DC 3- 110V
DC 3 - 220V
DC 5 - 110V
DC 5 - 220V

DC ratings
(with 3 poles in series)

Mechanical life (million)
Electrical life at 415V, AC-3 Utilization category (million)
Max. frequency of operations Mechanical
Service temperature
Maximum altitude
. . Flexible w/o lug
Terminal capacity -
Flexible c/w lug
Auxliary Contacts
No. of in built auxiliary contacts
Conventional thermal current |, at 55°C
Flexible w/o lug
Terminal capacity -
Flexible c/w lug
Coil Characteristics
Coil voltage available
Average hold on coil consumption
o . Pick-up
Limits of operation
Drop-off
Height
Width
Depth

Weight

Overall dimensions

* With 1 NC auxiliary contact.
# Add on Block can be ordered separately.
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Cycles
Cycles
cy/hr

VDC
Watts
% U
% U

mm

c

c

mm
mm
Kg

MDX 9
CS96564 / 48*

690
6

25

9A /4.5 kW
90
72

4.9

15
10
1
5
1
5
20
2
3600

1-6
1-4

1NO/1NC
10
1-6
6

5.4
70-125
10-40
81
45
98.5
0.47

MDX 12
CS96565 / 49*

690
6

28

12A /6.2 kW
120
96

7.9

16
1"
12
6
12
6
20
2
3600

1-6
1-4

1NO/1INC
10
1-6
6

5.4
70-125
10 - 40
81
45
98.5
0.47

MDX 18
CS96566 / 50*

690
6

32

18A/ 9 kW
180
144

8.5

16
1
12
6
12
6
20
1.6
3600

1-6
1-4

1NO/1NC
10
1-6
6

5.4
70-125
10-40
81
45
98.5
0.47

MDX 25
CS96567 / 51*

690
6

32

25A 1 13.4 kW
250
200

10

18
12
15
8
15
8
20
1.2
3600

1-6
1-4

1NO/1NC
10
1-6
6

5.4
70-125
10-40
81
45
98.5
0.47
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MDX 32
CS96552
IS/IEC 60947-4-1 & IEC 60947-4-1

690
6

56

32A /17 kW
320
256

13.5

27
16
20
12
20
12
20
1.6
3600

2.5-16
1-10

10
2.5
2.5

5.4
70- 125
10 - 40
90
45
107.5
0.54

MDX 38
CS96553

690
6

56

38A/18.5 kW
380
304

15.5

34
26
23
15
23
15
20
1.4
3600
(-50°C to +70°C)
3000
25-16
1-10

#
10
2.5
25

24 /48 /110 /220
5.4
70-125
10 - 40
90
45
107.5
0.54

MDX 50
CS96554

1000
8

90

50A/27.2 kW
800
800

28

55
45
30
20
30
20
15
1.5
3600

4-50
4-50

10
2.5
2.5

15
80-110
10-25
124
75
150.5
1.69

MDX 65
CS96555

1000
8

110

65A /36 kKW
1090
1090

31

60
50
35
25
35
25
15
1.4
3600

4-50
4-50

10
2.5
2.5

15
80-110
10-25
124
75
150.5
1.69

MDX 80
CS96556

1000
8

125

80A /46 kW
1200
1200

38

85
55
60
35
60
35
15
1.3
3600

6-50
6-50

10
2.5
25

15
80-110
10-25
124
75
150.5
1.73

MDX 95
CS96557

1000
8

125

95A /55 kW
1200
1200
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85
55
60
35
60
35
15
1.2
3600

6-50
6-50

10
2.5
25

15
80-110
10-25
124
75
150.5
1.73

MDX 110
CS96558

1000

125

110A/ 66 kW
1200
1200
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85
55
60
35
60
35
15
0.8
3600

6-50
6-50

10
2.5
2.5

15
80-110
10-25
124
75
150.5
1.73

MDX DC Coil 3 Pole Power Contactors



