
20 Marking & Configuration

Terminal Connections 

Indication of Open (O/OFF)

Indication of Closed (I/ON)

Standards 

Release Settings

Release

Brand 

Operating Knob

"Push to Trip" button

Utilization Category 

Company Logo

Terminal Shroud

Release name

Current Rating of MCCB

Frame Size

Symbol of suitability 
for Isolation 

Mark

Standard Characteristics

!U : Impulse withstand voltageimp

!U : Rated operational voltagee

!I : Rated Ultimate breakingcu

      capacity

!I : Rated Service breaking capacitycs



21Trip Units

Thermal Magnetic 
Releases

Microprocessor 
Releases

Variable Thermal, 
Fixed Magnetic 
(DN0, DN1, DN3B)

Variable Thermal, Variable Magnetic (DN2, DN3)

Isolator

MTX1.0 with LSI (DN2, DN3, DN4)

In
st

MTX2.0 with LSING + Current Metering (DN2, DN3, DN4)

Inst

MTX3.0 with LSING + Communication capable +
Power Metering (DN2, DN3, DN4)

Magnetic Release

Motor Protection Release (DN0, DN1, DN2, DN3 - 
Magnetic Protection only) 

In 630 A

Switch Disconnector (DN0, DN2, DN3, DN4)

DN3-M



22 Accessories

Spreader Terminals1

Phase Barriers2
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Stored Energy Electrically Operated Mechanism

Undervoltage Release

Shunt Release

Auxiliary Contact

Panel Mounted Keylock

Direct Rotary Handle

Extended Rotary Handle

Mechanical Interlock Kit

Communication Module

Voltage Module

Display Module

Trip Alarm Contact

Auxiliary + Trip Alarm Contact

External Neutral CT 
(with Adaptor Kit)
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