Tools and cable accessories LAPP GROUP
R Connection and crimping
] Conductor end sleeves
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w Bene_ﬁts . Note - Technical data
— ® Special shape of plastic collar enables @ For processing tools see the keyword "
simultaneous holding of two strand con- index “crimping pliers for conductor end :_T |° §
ductors sleeves” alogen-iree
e Correct crimping of two conductors in a IZI Material
2 TWIN conductor end sleeve achieves a Suitable tools Copper/PP
o proper electrical and mechanical connec- © KEBS 0560 TWIN crimping pliers refer to Surface: tin-plated
= tion page 922 Temperature range
[~ Permanent load -5°C up to +105°C,
@ Application range temporary load +120°C
® Twin conductor end sleeves in the assort-
ment box
e Article number| Article designation For mm? AWG Colour 11 mm 12 mm d1mm stmm | d2mm | d3mm | s2mm |Pieces /PU
4
>
3
» 61801999 AHI-TWIN 2.00x0.50 2x20 white 15.00 8.0 1.50 0.15 2.30 4.50 0.25 500
61802000 AHI-TWIN 2.00x0.75 2x20 grey 15.00 8.0 1.80 0.15 2.60 5.10 0.25 500
61802010 AHI-TWIN 2.00x 1.00 | 2x 18 red 15.00 8.0 2.05 0.15 3.00 5.10 0.30 500
61802020 AHI-TWIN 2.00x 1.50 | 2x 16 | black 16.00 8.0 2.30 0.15 3.50 6.40 0.30 500
1802030 AHI-TWI 2.00x2.50 | 2x 14 | blue 18.50 10.0 2.90 0.20 4.00 7.50 0.30 500
e, 1802032 AHI-TWI 2.00x4.00 | 2x12 | grey 23.00 12.0 3.80 0.20 4.90 8.60 0.30 100
x 1802033 AHI-TWI 2.00x 6.00 | 2x10 | yellow 25.00 14.0 4.60 0.20 5.80 9.60 0.40 100
< 1802034 AHI-TWI 2.00 x 10.00 2x8 red 26.00 14.0 6.50 0.20 7.00 12.60 0.40 100
= 1802035 AHI-TWI 2.00 x 16.00 2x6 BU 30.00 14.0 8.20 0.20 9.60 18.40 0.40 50
E Other sizes and colours are available upon request.
i Photographs are not to scale and do not represent detailed images of the respective products.
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For current information see: www.lappgroup.com
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