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Dimensions and mounting
EasyPact CVS100 to 630

 Dimensions 3P 4P
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Mounting CVS100 to 250 CVS400/630 CVS100 to 630
On backplate 3P 3P 4P
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  Interphase barriers.

  Short terminal shields.

 Long terminal shields (also available for CVS400/630 spreaders with 52.5 mm pitch:

 B1 = 157.5 mm, B2 = 210 mm).
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Dimensions and mounting
Vigi CVS100 to 630

 Dimensions       3/4P      3/4P
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CVS100 to 250 CVS400/630

Mounting CVS100 to 250 CVS400/630 CVS100 to 630
On backplate 3P 3P 4P
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Type A A1 A2 A3 A4 A5 A6 A7 A8 A9 B B1 B2 C1 C2 C3 E1
CVS100/160/250 80.5 161 94 145 178.5 155.5 236 169 220 253.5 52.5 105 140 81 86 126 62.5
CVS400/630 127.5 255 142.5 200 237 227.5 355 242.5 300 337 70 140 185 95.5 110 168 100
Type E2 E3 E4 E5 E6 E7 E8 F1 F2 F3 G1 G2 G3 G4 G5 ØT U
CVS100/160/250 125 70 140 137.5 200 145 215 35 17.5 70 95 75 13.5 23 17.5 24 y 32
CVS400/630 200 113.5 227 200 300 213.5 327 45 22.5 90 - - - - - 32 y 35
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Front-panel accessories
EasyPact CVS100 to 630

IP40 front-panel escutcheons
For toggle

For rotary handle or module and protection collar
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For Vigi
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Type A1 A2 A3 B1 M2 M3
CVS100/160/250 91 114 101 157 115 102
CVS400/630 123 164 151 189 155 142
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Front-panel cutouts
EasyPact CVS100 to 630 

Bare sheet metal CVS100 to 250 CVS400/630
For toggle
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For toggle with access to trip unit
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Type P3 R R1
CVS100/160/250 88 14.5 29
CVS400/630 112 31.5 63
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Front-panel cutouts
Vigi CVS100 to 630

Bare sheet metal CVS100 to 250 CVS400/630
For toggle
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For toggle with access to trip unit
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Connection locations
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Type A1 A2 B1 C1 C2 Type A1 A3 B1 C1 C2
CVS100/160 70 140 35 19.5 19.5 CVS100/160 + Vigi 70 215 35 19.5 21.5
CVS250 70 140 35 21.5 19.5 CVS250 + Vigi 70 215 35 21.5 21.5
CVS400/630 113.5 227 45 26 26 CVS400/630 + Vigi 113.5 327 45 26 26

Front connection without accessories
CVS100 to 250 CVS400/630

D
B

40
01

36  

D
B

40
01

37

70

10.5

Z

XX

 

D
B

40
01

38

113.5

14

Z

XX

 

Connection with accessories
Long and short rear connectors

 CVS100 to 250

Cables with lugs/bars Bars/cables with lugs
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Power connections
EasyPact and Vigi CVS100 to 630
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Connection with accessories (cont.)
Bare-cable connectors

CVS100 to 250
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Distribution connectors (for CVS100 to 250 only)
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(a) Vigi module 

or CVS250.

Right-angle terminal extensions (upstream only)
CVS100 to 250 CVS400/630
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(b) CVS250.

Straight terminal extensions (for CVS100 to 250 only)
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Power connections
EasyPact and Vigi CVS100 to 630
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Power connections
EasyPact and Vigi CVS100 to 630

Connection with accessories (cont.)
Spreaders 3P 4P

CVS100 to 250

D
B

40
01

42  
D

B
40

01
43

E2 E2

E1

F1

F2

Y

XX

 

D
B

40
01

45

Z

C3

XX

Z

C4

XX

 

D
B

40
01

44

E2 E2 E2

E3

Y

XX

 

CVS400/630

Type C3 C4 E1 E2 E3 F1 F2

CVS100/160 23.5 - 114 45 159 100 11

CVS250 25.5 - 114 45 159 100 11

CVS400/630 - 44 135
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70
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240

152.5
166

15
15
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Power connections
Connection of insulated bars or cables with lugs 
to EasyPact and Vigi CVS100 to 630
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Direct connection to CVS100 to 630
Dimensions CVS100 CVS160/250 CVS400/630

Bars L (mm) y 25 y 25 y 32
I (mm) d + 10 d + 10 d + 15
d (mm) y 10 y 10 y 15
e (mm) y 6 y 6 3 y e y 10
Ø (mm) 6.5 8.5 10.5

Lugs L (mm) y 25 y 25 y 32
Ø (mm) 6.5 8.5 10.5

Torque (Nm) (1) 10 15 50
Torque (Nm) (2) 5/5 5/5 20/11
(1) Tightening torque on the circuit breaker for lugs or bars.

(2) Tightening tor ue on fi ed de ices for rear connectors

Connection with accessories to CVS100 to 250 (IEC 228)
Pole pitch

Without spreaders 35 mm
With spreaders 45 mm
Dimensions With spreaders or terminal extensions

CVS100 CVS160/250
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55 Bars L (mm) y 25 y 25
l (mm) 20 y I y 25 20 y I y 25
d (mm) y 10 y 10
e (mm) y 6 y 6
Ø (mm) 6.5 8.5

Lugs  L (mm) y 25 y 25
Ø (mm) 6.5 8.5

Torque (Nm) (1) 10 15
(1) Tightening tor ue on the circuit breaker for spreaders or ter inal e tensions

Spreaders and straight, right-angle, 45°, double-L and edgewise terminal extensions 
are supplied with exible interphase barriers.

Connection with accessories to CVS400 and 630 (IEC 228)
Pole pitch

Without spreaders 45 mm
With spreaders 52.5 or 70 mm
Dimensions With spreaders With terminal extensions
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55 Bars L (mm) y 40 y 32
l (mm) d + 15 30 y I y 34
d (mm) y 20 y 15
e (mm) 3 y e y 10 3 y e y 10
Ø (mm) 12.5 10.5

Lugs  L (mm) y 40 y 32

Ø (mm) 12.5 10.5

Torque (Nm) (1) 50 50

(1) Tightening tor ue on the circuit breaker for spreaders or ter inal e tensions

Spreaders and right-angle, 45° and edgewise terminal extensions are supplied with 
exible interphase barriers.
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Mounting detail: 2 cables

with lugs.

Accessories for CVS100 to 250
Straight terminal 
extensions

Tinned copper

Spreaders:
separate parts

Tinned copper

Accessories for CVS400 and 630
Spreaders made up of separate parts for 52.5 and 
70 mm pitch

Tinned copper

Accessories for CVS100 to 630
Right-angle terminal extensions

Tinned copper

To be mounted on upstream 

side.
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