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When chosing a circuit breaker to protect a busbar trunking system, it is necessary to 
take into account:

 b the usual rules concerning the circuit breaker current settings:
Ib y Ir y Inc where:
Ib = maximum load current
Ir = circuit breaker current setting
Inc = current rating of the busbar trunking

 b the electrodynamic withstand of the busbar trunking: the peak current Î limited by 
the circuit breaker must be less than the electrodynamic withstand capacity (or rated 
peak current) of the busbar trunking.

The following tables provide maximum prospective short-circuit current where 
busbar trunking systems can be installed in coordination with specified circuit 
breaker.
Different coordination tables are provided for 400V and 690V systems

Coordination tables between circuit breaker  
and Canalis electrical busbar trunking
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Example
Consider two 630 kVA/400 V transformer (Usc 4 %) supplying a main LV switchboard 
for which the prospective short-circuit current on the busbars is 44 kA.
From the switchboard, a 30-metre long Canalis KSA63 transmission electrical 
busbar trunking system (630 A) supplies a Canalis KSA63 trunking system (630A) 
for distribution with high-density tap-offs. 
A tap-off on the KSA63 trunking supplies a Canalis KSA16 trunking system.
The short-circuit level are respectively:

 b 44 kA downstream of circuit breaker CB1 and at the upstream connection of the 
KSA63 trunking

 b 33 kA at the junction between the KSA63 transmission trunking and the KSA63 
trunking for high-density tap-offs.

What circuit breakers should be chosen for CB1 and CB2 to protect the 
installation against short-circuits?

CB1 CB2
Prospective Isc 44 kA 33 kA
Circuit breakers NSX630N NSX160F

(50 kA breaking capacity) (36 kA breaking capacity)
Isc protection level 50 kA
for KSA63 trunking
Isc protection level 35 kA
for KSA16 trunking

CB1 circuit breaker

CB2 circuit breaker

Canalis KSA63

D
B4

23
23

1.
ep

s

Coordination tables between circuit breaker  
and Canalis electrical busbar trunking
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Type of Canalis busbar trunking KDP20
Isc max. in kA rms 10 kA 15 kA 20 kA

Type of circuit breaker
Isc max. in kA rms 

C60 C60N 10/16/20 C60H 10/16/20 C60L 10/16/20
iC60 iC60N 10/16/20 iC60H 10/16/20 iC60L 10/16/20
NG NG125N 10/16/20

Type of Canalis busbar trunking KBA25
Isc max. in kA rms 10 kA 15 kA 20 kA 25 kA

Type of circuit breaker
Isc max. in kA rms

C60 C60N 10/.../25 C60H 10/.../25 C60L 10/.../25 C60L 10/.../25
iC60 iC60N 10/.../25 iC60H 10/.../25 iC60L 10/.../25 iC60L 10/.../25
NG NG125N 10/.../25

Type of Canalis busbar trunking KBB25
Isc max. in kA rms 10 kA 15 kA 20 kA 25 kA

Type of circuit breaker
Isc max. in kA rms

C60 C60N 10/.../25 C60H 10/.../25 C60L 10/.../25 C60L 10/.../25
iC60 iC60N 10/.../25 iC60H 10/.../25 iC60L 10/.../25 iC60L 10/.../25
NG NG125N 10/.../25

Type of Canalis busbar trunking KBA40
Isc max. in kA rms 10 kA 15 kA 20 kA 25 kA 50 kA

Type of circuit breaker
Isc max. in kA rms

C60 C60N 10/.../40 C60H 10/.../40 C60L 40 C60L 10/.../25
iC60 iC60N 10/.../40 iC60H 10/.../40 iC60L 40 iC60L 10/.../25
NG NG125N 10/.../40 NG125N 10/.../40 NG125N 10/.../40 NG125N 10/.../40 NG125L 10/.../40

Type of Canalis busbar trunking KBB40
Isc max. in kA rms 10 kA 15 kA 20 kA 25 kA 50 kA

Type of circuit breaker
Isc max. in kA rms

C60 C60N 10/.../40 C60H 10/.../40 C60L 40 C60L 10/.../25
iC60 iC60N 10/.../40 iC60H 10/.../40 iC60L 40 iC60L 10/.../25
NG NG125N 10/.../40 NG125N 10/.../40 NG125N 10/.../40 NG125N 10/.../40 NG125L 10/.../40

Coordination tables between circuit breaker  
and Canalis electrical busbar trunking

Voltage: 220/240 V
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Type of Canalis busbar trunking KDP20
Isc max. in kA rms 10 kA 15 kA 20 kA

Type of circuit breaker C60 C60N 10/16/20 C60H 10/16/20 C60L 10/16/20
iC60 iC60N 10/16/20 iC60H 10/16/20 iC60L 10/16/20
NG125 NG125N 10/16/20

Type of Canalis busbar trunking KBA25
Isc max. in kA rms 10 kA 15 kA 20 kA 25 kA

Type of circuit breaker C60 C60N 10/.../25 C60H 10/.../25 C60L 10/.../25 C60L 10/.../25
iC60 iC60N 10/.../25 iC60H 10/.../25 iC60L 10/.../25 iC60L 10/.../25
NG125 NG125N 10/.../25

Type of Canalis busbar trunking KBB25
Isc max. in kA rms 10 kA 15 kA 20 kA 25 kA

Type of circuit breaker C60 C60N 10/.../25 C60H 10/.../25 C60L 10/.../25 C60L 10/.../25
iC60 iC60N 10/.../25 iC60H 10/.../25 iC60L 10/.../25 iC60L 10/.../25
NG125 NG125N 10/.../25

Type of Canalis busbar trunking KBA40
Isc max. in kA rms 10 kA 15 kA 20 kA 25 kA 36 kA 50 kA

Type of circuit breaker C60 C60N 10/.../40 C60H 10/.../40 C60L 40 C60L 10/.../25
iC60 iC60N 10/.../40 iC60H 10/.../40 iC60L 40 iC60L 10/.../25
NG125 NG125N 10/.../40 NG125N 10/.../40 NG125N 10/.../40 NG125N 10/.../40 NG125H 10/.../40 NG125L 10/.../40

Type of Canalis busbar trunking KBB40
Isc max. in kA rms 10 kA 15 kA 20 kA 25 kA 36 kA 50 kA

Type of circuit breaker C60 C60N 10/.../40 C60H 10/.../40 C60L 40 C60L 10/.../25
iC60 iC60N 10/.../40 iC60H 10/.../40 iC60L 40 iC60L 10/.../25
NG125 NG125N 10/.../40 NG125N 10/.../40 NG125N 10/.../40 NG125N 10/.../40 NG125H 10/.../40 NG125L 10/.../40

Type of Canalis busbar trunking KNA40
Isc max. in kA rms 10 kA 15 kA 20 kA 25 kA

Type of circuit breaker C60 C60N 40 C60H 40 C60L 40
iC60 iC60N 40 iC60H 40 iC60L 40
NG125 NG125N 10/…/40
Compact NSX NSX100B/F/N/H/S/L 40 A

Type of Canalis busbar trunking KNA63
Isc max. in kA rms 10 kA 15 kA 20 kA 25 kA 36 kA 50 kA

Type of circuit breaker C60 C60N 63 C60H 63
iC60 iC60N 63 iC60H 63
C120 C120N C120H
NG125 NG125N 63 NG125H 63 NG125L 63
Compact NSX NSX100B/F/N/H/S/L

Type of Canalis busbar trunking KNA100
Isc max. in kA rms 10 kA 15 kA 20 kA 25 kA

Type of circuit breaker C120 C120N C120H
NG125 NG125N 100

Compact NSX NSX100B/F/N/
H/S/L NSX100B/F/N/H/S/L

NSX160B/F/N/
H/S/L NSX160B/F/N/H/S/L

Type of Canalis busbar trunking KNA160 
Isc max. in kA rms 10 kA 15 kA 20 kA 25 kA 36 kA 50 kA

Type of circuit breaker NG125 NG125N 125 NG125N 125 NG125N 125 NG125N 125
Compact NSX NSX100B/F/N/H/S/L NSX100F/N/H/S/L NSX100N/H/S/L

NSX160B/F/N/H/S/L  NSX160F/N/H/S/L NSX160N/H/S/L
NSX250B/F/N/H/S/L NSX250F/N/H/S/L NSX250N/H/S/L

Coordination tables between circuit breaker  
and Canalis electrical busbar trunking

Voltage: 380/415 V



www.schneider-electric.com

264

Complementary technical information

Type of Canalis busbar trunking KSA100
Isc max. in kA rms 25 kA 36 kA

Type of  
circuit breaker

NG125 NG125N 100 NG125H 100
Compact NSX NSX100B/F/N/H/S/L

Type of Canalis busbar trunking KSA160
Isc max. in kA rms 25 kA 36 kA 50 kA 70 kA 90 kA

Type of  
circuit breaker

Compact NSX NSX100B/F/N/H/S/L  NSX100F/N/H/S/L NSX100N/H/S/L NSX100H/S/L NSX100S/L
NSX160B/F/N/H/S/L NSX160F/N/H/S/L NSX160N/H/S/L NSX160H/S/L
NSX250B/F/N/H/S/L NSX250F/N/H/S/L NSX250N/H/S/L

Type of Canalis busbar trunking KSA250
Isc max. in kA rms 25 kA 36 kA 50 kA 70 kA 100 kA 150 kA

Type of  
circuit breaker

Compact NSX NSX160B/F/N/H/S/L NSX160F/N/H/S/L NSX160N/H/S/L NSX160H/S/L NSX160S/L NSX160L
NSX250B/F/N/H/S/L NSX250F/N/H/S/L NSX250N/H/S/L NSX250H/S/L NSX250S/L NSX250L
NSX400F/N/H/S/L NSX400F/N/H/S/L NSX400N/H/S/L

Type of Canalis busbar trunking KSA400
Isc max. in kA rms 25 kA 36 kA 50 kA 70 kA 100 kA 150 kA

Type of  
circuit breaker

Compact NSX NSX250B/F/N/H/S/L NSX250F/N/H/S/L NSX250N/H/S/L NSX250H/S/L NSX250S/L NSX250L
NSX400F/N/H/S/L   NSX400F/N/H/S/L NSX400N/H/S/L NSX400H/S/L NSX400S/L NSX400L    
NSX630F/N/H/S/L NSX630F/N/H/S/L   NSX630N/H/S/L NSX630H/S/L NSX630S/L NSX630L    

Compact NS NS630bN/H/L/LB NS630bL/LB NS630bL/LB NS630bLB
Type of Canalis busbar trunking KSA500
Isc max. in kA rms 25 kA 36 kA 50 kA 70 kA 100 kA 150 kA

Type of  
circuit breaker

Compact NSX NSX400F NSX400F NSX400N NSX400H NSX400S NSX400L
NSX630F    NSX630F NSX630N    NSX630H    NSX630S    NSX630L    

Compact NS NS630bN    NS630bN/L/LB NS630bL/LB NS630bLB NS630bLB
Type of Canalis busbar trunking KSA630
Isc max. in kA rms y 32 kA 36 kA 50 kA 70 kA 100 kA 150 kA

Type of circuit breaker Compact NSX NSX400F NSX400F NSX400N NSX400H NSX400S NSX400L
NSX630F    NSX630F NSX630N NSX630H NSX630S NSX630L

Compact NS NS630bN NS630bL NS630bL NS630bL NS630bL NS630bLB
NS800N NS800L NS800L NS800L NS800L NS800LB

Masterpact MTZ1 MTZ1 06H1 MTZ1 06L1 MTZ1 06L1 MTZ1 06L1 MTZ1 06L1
MTZ1 08H1 MTZ1 08L1 MTZ1 08L1 MTZ1 08L1 MTZ1 08L1

Type of Canalis busbar trunking KSA800
Isc max. in kA rms 36 kA 50 kA 70 kA 100 kA 150 kA

Type of  
circuit breaker

Compact NSX NSX630F NSX630N NSX630H NSX630S NSX630L
Compact NS NS630bN NS630bL NS630bL NS630bL NS630bL

NS800N NS800L NS800L NS800L NS800L
NS1000N NS1000L NS1000L NS1000L NS1000L

Masterpact MTZ1 MTZ1 06H1 MTZ1 06L1 MTZ1 06L1 MTZ1 06L1 MTZ1 06L1
MTZ1 08H1 MTZ1 08L1 MTZ1 08L1 MTZ1 08L1 MTZ1 08L1
MTZ1 10H1 MTZ1 10L1 MTZ1 10L1 MTZ1 10L1 MTZ1 10L1

Type of Canalis busbar trunking KSA1000
Isc max. in kA rms 36 kA 50 kA 70 kA 100 kA 150 kA

Type of  
circuit breaker

Compact NS NS800N NS800L NS800L NS800L NS800L
NS1000N NS1000L NS1000L NS1000L NS1000L
NS1250N

Masterpact MTZ1 MTZ1 08H1 MTZ1 08L1 MTZ1 08L1 MTZ1 08L1 MTZ1 08L1
MTZ1 10H1 MTZ1 10L1 MTZ1 10L1 MTZ1 10L1 MTZ1 10L1
MTZ1 12H1

Coordination tables between circuit breaker  
and Canalis electrical busbar trunking

Voltage: 380/415 V
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Type of Canalis busbar trunking KTA0800
Isc max. in kA rms y 30 kA 50 kA 65 kA 85 kA 100 kA 150 kA

Type of  
circuit breaker

Compact NSX NSX630F (u 36 kA) NSX630N/H/S/L NSX630H/S/L NSX630S/L NSX630S/L NSX630L
Compact NSX NS630bN NS630bL NS630bLB

NS800N NS800L NS800LB
NS1000N NS1000L

Masterpact MTZ1 MTZ1 06 H1 MTZ1 06 L1
MTZ1 08 H1 MTZ1 08 L1
MTZ110 H1 MTZ1 10 L1

Masterpact MTZ2 MTZ2 08H1
MTZ2 10H1

Type of Canalis busbar trunking KTA0800 reinforced short-circuit level
Isc max. in kA rms y 30 kA 50 kA 65 kA 85 kA 100 kA 150 kA

Type of  
circuit breaker

Compact NSX NSX630F (u 36 kA) NSX630N/H/S/L NSX630H/S/L NSX630S/L NSX630S/L NSX630L
Compact NSX NS630bN NS630bL NS630bLB

NS800N NS800L NS800LB
NS1000N NS1000L

Masterpact MTZ1 MTZ1 06 H1 MTZ1 06 L1
MTZ1 H1 MTZ1 08 L1
MTZ1 H1 MTZ1 10 L1

Masterpact MTZ2 MTZ2 08H1
MTZ210H1

Type of Canalis busbar trunking KTA1000 / KTC1000
Isc max. in kA rms 42 kA 50 kA 65 kA 85 kA 100 kA 150 kA

Type of  
circuit breaker

Compact NS NS800N NS800L
NS1000N NS1000L
NS1250N

Masterpact MTZ1 MTZ1 08H1 MTZ1 08H2/H3 MTZ1 08L1
MTZ1 10H1 MTZ1 10H2/H3 MTZ1 10L1
MTZ1 12H1 MTZ1 12H2/H3

Masterpact MTZ2 MTZ2 08N1 MTZ2 08H1
MTZ2 10N1 MTZ2 10H1
MTZ2 12N1 MTZ2 12H1

Type of Canalis busbar trunking KTC1000 / KTC1000 reinforced short-circuit level
Isc max. in kA rms 42 kA 50 kA 65 kA 85 kA 100 kA 150 kA

Type of  
circuit breaker

Compact NS NS800N NS800H NS800L
NS1000N NS1000H NS1000L

NS1250H
Masterpact MTZ1 MTZ1 08H1 MTZ1 08H2/H3 MTZ1 08L1

MTZ1 10H1 MTZ1 10H2/H3 MTZ1 10L1
MTZ1 12H1 MTZ1 12H2/H3

Masterpact MTZ2 MTZ2 08N1 MTZ2 08H1 MTZ2 08L1
MTZ2 10N1 MTZ2 10H1 MTZ2 10L1
MTZ2 12N1 MTZ2 12H1 MTZ2 12L1

Type of Canalis busbar trunking KTA1250 / KTC1350
Isc max. in kA rms 42 kA 50 kA 65 kA 85 kA 100 kA 150 kA

Type of  
circuit breaker

Compact NS NS1000N NS1000L
NS1250N
NS1600N

Masterpact MTZ1 MTZ1 10H1 MTZ1 10H2/H3 MTZ1 10L1
MTZ1 12H1 MTZ1 12H2/H3
MTZ1 16H1 MTZ1 16H2/H3

Masterpact MTZ2 MTZ2 10N1 MTZ2 10H1
MTZ2 12N1 MTZ2 12H1
MTZ2 16N1 MTZ2 16H1

Type of Canalis busbar trunking KTA1250 / KTC1350 reinforced short-circuit level
Isc max. in kA rms 42 kA 50 kA 65 kA 85 kA 100 kA 150 kA

Type of  
circuit breaker

Compact NS NS1000N NS1000H NS1000L
NS1250N NS1250H
NS1600N NS1600H

Masterpact MTZ1 MTZ1 10H1 MTZ1 10H2/H3 MTZ1 10L1
MTZ1 12H1 MTZ1 12H2/H3
MTZ1 16H1 MTZ1 16H2/H3

Masterpact MTZ2 MTZ2 10N1 MTZ2 10H1 MTZ2 10L1
MTZ2 12N1 MTZ2 12H1 MTZ2 12L1
MTZ2 16N1 MTZ2 16H1 MTZ2 16L1

Type of Canalis busbar trunking KTA1600 / KTC1600
Isc max. in kA rms 42 kA 50 kA 65 kA 85 kA 100 kA 150 kA

Type of  
circuit breaker

Compact NS NS1250N NS1250H
NS1600N NS1600H

NS1600bN
NS2000N

Masterpact MTZ1 MTZ1 12H1 MTZ1 12H2/H3
MTZ1 16H1 MTZ1 16H2/H3

Masterpact MTZ2 MTZ2 12N1 MTZ2 12H1 MTZ2 12L1
MTZ2 16N1 MTZ2 16H1 MTZ2 16L1
MTZ2 20H1 MTZ2 20H1 MTZ2 20L1

Coordination tables between circuit breaker  
and Canalis electrical busbar trunking

Voltage: 380/415 V
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Type of Canalis busbar trunking KTA1600 / KTC1600 reinforced short-circuit level
Isc max. in kA rms 42 kA 50 kA 65 kA 85 kA 100 kA 150 kA

Type of circuit breaker Compact NS NS1250N NS1250H
NS1600H
NS1600bN NS1600bH
NS2000N NS2000H

Masterpact MTZ1 MTZ1 12H1 MTZ1 12H2/H3
MTZ1 16H1 MTZ1 16H2/H3

Masterpact MTZ2 MTZ2 12N1 MTZ2 12H1 MTZ2 12H2 MTZ2 12L1
MTZ2 16N1 MTZ2 16H1 MTZ2 16H2 MTZ2 16L1

MTZ2 20H1 MTZ2 20H2 MTZ2 20L1
Type of Canalis busbar trunking KTA2000 / KTC2000
Isc max. in kA rms 42 kA 50 kA 65 kA 85 kA 100 kA 150 kA

Type of circuit breaker Compact NS NS1600bN
NS2000N

Masterpact MTZ1 MTZ1 16H1 MTZ1 16H2/H3
Masterpact MTZ2 MTZ2 16N1 MTZ2 16H1 MTZ2 16 L1

MTZ2 20H1 MTZ2 20H1 MTZ2 20L1
MTZ2 25H1 MTZ2 25H1

Type of Canalis busbar trunking KTA2000 / KTC2000 reinforced short-circuit level
Isc max. in kA rms 42 kA 50 kA 65 kA 85 kA 100 kA 150 kA

Type of circuit breaker Compact NS NS1600bN NS1600bH
NS2000N NS2000H

Masterpact MTZ1 MTZ1 16H1 MTZ1 16H2/H3
Masterpact MTZ2 MTZ2 16N1 MTZ2 16H1 MTZ2 16H2 MTZ2 16L1

MTZ2 20H1 MTZ2 20H1 MTZ2 20H2 MTZ2 20L1
MTZ2 25H1 MTZ2 25H1 MTZ2 25H2

Type of Canalis busbar trunking KTA2500 / KTC2500
Isc max. in kA rms 65 kA 80 kA 100 kA 150 kA

Type of circuit breaker Masterpact MTZ2 MTZ2 20H1 MTZ2 20H2 MTZ2 20L1 MTZ2 20L1
MTZ2 25H1 MTZ2 25H2
MTZ2 32H1 MTZ2 32H2

Type of Canalis busbar trunking KTA2500 / KTC2500 reinforced short-circuit level
Isc max. in kA rms 65 kA 80 kA 100 kA 110 kA

Type of circuit breaker Masterpact MTZ2 MTZ2 20H1 MTZ2 20H2 MTZ2 20L1 (150 
kA)

MTZ2 25H1 MTZ2 25H2 MTZ2 25H3
MTZ2 32H1 MTZ2 32H2 MTZ2 32H3

Type of Canalis busbar trunking KTA3200 / KTC3200
Isc max. in kA rms 65 kA 85 kA 100 kA 110 kA

Type of circuit breaker Masterpact MTZ2 / MTZ3 MTZ2 25H1 MTZ2 25H2
MTZ2 32H1 MTZ2 32H2
MTZ2 40H1 MTZ2 40H2

MTZ3 40H1
Type of Canalis busbar trunking KTA3200 / KTC3200 reinforced short-circuit level
Isc max. in kA rms 65 kA 100 kA 110 kA

Type of circuit breaker Masterpact MTZ2 / MTZ3 MTZ2 25H1 MTZ2 25H2
MTZ2 32H1 MTZ2 32H2 MTZ2 32H3
MTZ2 40H1 MTZ2 40H2 MTZ2 40H3

MTZ3 40H1 MTZ3 40H2
Type of Canalis busbar trunking KTA4000 / KTC4000
Isc max. in kA rms 65 kA 90 kA 100 kA 110 kA

Type of circuit breaker Masterpact MTZ2 / MTZ3 MTZ2 32H1 MTZ2 32H2
MTZ2 40H1 MTZ2 40H2
MTZ3 40H1 MTZ3 40H1
MTZ3 50H1 MTZ3 50H1

Type of Canalis busbar trunking KTA4000 / KTC4000 reinforced short-circuit level
Isc max. in kA rms 65 kA 100 kA 120 kA

Type of circuit breaker Masterpact MTZ2 / MTZ3 MTZ2 32H1  MTZ2 32H2  MTZ2 32H3
MTZ2 40H1  MTZ2 40H2  MTZ2 40H3
MTZ3 40H1  MTZ3 40H1  MTZ3 40H2
MTZ3 50H1  MTZ3 50H1  MTZ3 50H2

Type of Canalis busbar trunking KTC5000
Isc max. in kA rms 65 kA 95 kA

Type of circuit breaker Masterpact MTZ2 / MTZ3 MTZ2 40H1 MTZ2 40H2
MTZ3 40H1
MTZ3 50H1
MTZ3 63H1

Type of Canalis busbar trunking KTC5000 reinforced short-circuit level
Isc max. in kA rms 65 kA 95 kA 120 kA

Type of circuit breaker Masterpact MTZ2 / MTZ3 MTZ2 40H1 MTZ2 40H2 MTZ2 40H3
MTZ3 40H1 MTZ3 40H1 MTZ3 40H2
MTZ3 50H1 MTZ3 50H1 MTZ3 50H2
MTZ3 63H1 MTZ3 63H1 MTZ3 63H2

Coordination tables between circuit breaker 
and Canalis electrical busbar trunking

Voltage: 380/415 V
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Type of Canalis busbar trunking KSA100
Isc max. in kA rms 10 kA 15 kA 20 kA

Type of circuit breaker Compact NSX NSX100N/H/S/L NSX100S/L NSX100L
NSX160N/H/S/L NSX160S/L
NSX250N/H/S/L NSX250S/L

Compact NS
Type of Canalis busbar trunking KSA160
Isc max. in kA rms 10 kA 15 kA 20 kA 45 kA

Type of circuit breaker Compact NSX NSX100N/H/S/L NSX100S/L NSX100L NSX100R
NSX160N/H/S/L NSX160S/L NSX160L
NSX250N/H/S/L NSX250S/L NSX250L

Compact NS
Type of Canalis busbar trunking KSA250
Isc max. in kA rms 10 kA 15 kA 20 kA 45kA 75 kA 100 kA

Type of circuit breaker Compact NSX NSX160N/H/S/L NSX160S/L NSX160L
NSX250N/H/S/L NSX250S/L NSX250L NSX250R NSX250HB1 NSX250HB2
NSX400F/N/H/S/L NSX400H/S/L NSX400/S/L

Compact NS
Type of Canalis busbar trunking KSA400
Isc max. in kA rms 10 kA 15 kA 20 kA 45kA 75 kA 100 kA

Type of circuit breaker Compact NSX NSX250N/H/S/L NSX250S/L NSX250L
NSX400F/N/H/S/L NSX400H/S/L NSX400R NSX400HB1 NSX400HB2
NSX630F/N/H/S/L NSX630H/S/L NSX630R

Compact NS NS630bN NS630bLB
Type of Canalis busbar trunking KSA500
Isc max. in kA rms 10 kA 15 kA 20 kA 45 kA 75 kA 100 kA

Type of circuit breaker Compact NSX NSX400F/N/H/S/L NSX400H/S/L NSX400R NSX400HB1 NSX400HB2
NSX630F/N/H/S/L NSX630H/S/L NSX630R NSX630HB1 NSX630HB2

Compact NS NS630bN NS630bLB
NS800N NS800LB

Type of Canalis busbar trunking KSA630
Isc max. in kA rms 10 kA 15 kA 20 kA 45 kA 75 kA 100 kA

Type of circuit breaker Compact NSX NSX400F/N/H/S/L NSX400H/S/L NSX400/S/L NSX400R NSX400HB1 NSX400HB2
NSX630F/N/H/S/L NSX630H/S/L NSX630/S/L NSX630R NSX630HB1 NSX630HB2

Compact NS NS630bN NS630bLB
NS800N NS800LB

Type of Canalis busbar trunking KSA800
Isc max. in kA rms 10 kA 15 kA 20 kA 30 kA 35 kA 75 kA

Type of circuit breaker Compact NSX NSX630F/N/H/S/L NSX630H/S/L NSX630/S/L NSX630R NSX630R NSX630HB1
Compact NS NS630bN NS630bH NS630bLB

NS800N NS800H NS800LB
NS1000N NS1000H

Type of Canalis busbar trunking KSA1000
Isc max. in kA rms 10 kA 15 kA 20 kA 30 kA 35 kA 75 kA

Type of circuit breaker Compact NS NS800N NS800H NS800LB
NS1000N NS1000H
NS1250N NS1250H

Masterpact MTZ1 MTZ1 08H1/H2
MTZ1 10H1/H2
MTZ1 12H1/H2

Masterpact MTZ2 MTZ2 08N1
MTZ2 10N1
MTZ2 12N1

Coordination tables between circuit breaker  
and Canalis electrical busbar trunking

Voltage: 660/690 V



www.schneider-electric.com

268

Complementary technical information

Type of Canalis busbar trunking KTA1000 / KTC1000
Isc max. in kA rms 30 kA 42 kA 50 kA 65 kA 75 kA 100 kA

Type of circuit breaker Compact NS NS800N NS800H NS800LB
NS1000N NS1000H
NS1250N NS1250H

Masterpact 
MTZ1 MTZ1 08H1/H2

MTZ1 10H1/H2
MTZ1 12H1/H2

Masterpact 
MTZ2 MTZ2 08N1 MTZ2 08H1

MTZ2 10N1 MTZ2 10H1
MTZ2 12N1 MTZ2 12H1

Type of Canalis busbar trunking KTA1000 / KTC1000 reinforced short-circuit level
Isc max. in kA rms 30 kA 42 kA 50 kA 65 kA 75 kA 100 kA

Type of circuit breaker Compact NS NS800N NS800H NS800LB
NS1000N NS1000H
NS1250N NS1250H

Masterpact 
MTZ1 MTZ1 08H1/H2

MTZ1 10H1/H2
MTZ1 12H1/H2

Masterpact 
MTZ2 MTZ2 08N1 MTZ2 08H1

MTZ2 10N1 MTZ2 10H1
MTZ2 12N1 MTZ2 12H1

Type of Canalis busbar trunking KTA1250 / KTC1350
Isc max. in kA rms 30 kA 42 kA 50 kA 65 kA 75 kA 100 kA

Type of circuit breaker Compact NS NS1000N NS1000H
NS1250N NS1250H
NS1600N NS1600H

NS1600bN
Masterpact 
MTZ1 MTZ1 10H1/H2

MTZ1 12H1/H2
MTZ1 16H1/H2

Masterpact 
MTZ2 MTZ2 10N1 MTZ2 10H1

MTZ2 12N1 MTZ2 12H1
MTZ2 16N1 MTZ2 16H1

Type of Canalis busbar trunking KTA1250 / KTC1350 reinforced short-circuit level
Isc max. in kA rms 30 kA 42 kA 50 kA 65 kA 75 kA 100 kA

Type of circuit breaker Compact NS NS1000N NS1000H
NS1250N NS1250H
NS1600N NS1600H

NS1600bN NS1600bN
Masterpact 
MTZ1 MTZ1 10H1/H2

MTZ1 12H1/H2
MTZ1 16H1/H2

Masterpact 
MTZ2 MTZ2 10N1 MTZ2 10H1 MTZ2 10H1 MTZ2 10L1

MTZ2 12N1 MTZ2 12H1 MTZ2 12H1 MTZ2 12L1
MTZ2 16N1 MTZ2 16H1 MTZ2 16H1 MTZ2 16L1

Type of Canalis busbar trunking KTA1600 / KTC1600
Isc max. in kA rms 30 kA 42 kA 50 kA 65 kA 75 kA 100 kA

Type of circuit breaker Compact NS NS1250N NS1250H
NS1600N NS1600H

NS1600bN
NS2000N

Masterpact 
MTZ1 MTZ1 12H1/H2

MTZ1 16H1/H2
Masterpact 
MTZ2 MTZ2 12N1 MTZ2 12H1 MTZ2 12L1

MTZ2 16N1 MTZ2 16H1 MTZ2 16L1
MTZ2 20H1 MTZ2 20 L1

Type of Canalis busbar trunking KTA1600 / KTC1600 reinforced short-circuit level
Isc max. in kA rms 30 kA 42 kA 50 kA 65 kA 75 kA 100 kA

Type of circuit breaker Compact NS NS1250N NS1250H
NS1600N NS1600H

NS1600bN
NS2000N

Masterpact 
MTZ1 MTZ1 12H1/H2

MTZ1 16H1/H2
Masterpact 
MTZ2 MTZ2 12N1 MTZ2 12H1 MTZ2 12H2 MTZ2 12L1

MTZ2 16N1 MTZ2 16H1 MTZ2 16H2 MTZ2 16L1
MTZ2 20H1 MTZ2 20H2 MTZ2 20L1

Voltage: 660/690 V

Coordination tables between circuit breaker  
and Canalis electrical busbar trunking
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Type of Canalis busbar trunking KTA2000 / KTC2000
Isc max. in kA rms 30 kA 42 kA 50 kA 65 kA 75 kA 100 kA

Type of  
circuit breaker

Compact NS NS1600N NS1600H NS1600bN
NS2000N
NS2500N

Masterpact MTZ1 MTZ1 16H1/H2
Masterpact MTZ2 MTZ2 16N1 MTZ2 16H1

MTZ2 20H1
MTZ2 25H1

MTZ2 16L1
MTZ2 20L1

Type of Canalis busbar trunking KTA2000 / KTC2000 reinforced short-circuit level
Isc max. in kA rms 30 kA 42 kA 50 kA 65 kA 85 kA 100 kA

Type of  
circuit breaker

Compact NS NS1600N NS1600H NS1600bN
NS2000N
NS2500N

Masterpact MTZ1 MTZ1 16H1/H2
Masterpact MTZ2 MTZ2 16N1 MTZ2 16H1

MTZ2 20H1
MTZ2 25H1

MTZ2 16H2
MTZ2 20H2
MTZ2 25H2

MTZ2 16L1
MTZ2 20H3
MTZ2 25H3

Type of Canalis busbar trunking KTA2500 / KTC2500
Isc max. in kA rms 30 kA 42 kA 50 kA 65 kA 85 kA 100 kA

Type of  
circuit breaker

Compact NS NS2000N
NS2500N
NS3200N

Masterpact MTZ1 MTZ1 16H1/H2
Masterpact MTZ2 MTZ2 20H1

MTZ2 25H1
MTZ2 32H1

MTZ2 20H2
MTZ2 25H2
MTZ2 32H2

MTZ2 20L1

Type of Canalis busbar trunking KTA2500 / KTC2500 reinforced short-circuit level
Isc max. in kA rms 30 kA 42 kA 50 kA 65 kA 80 kA 100 kA

Type of  
circuit breaker

Compact NS NS2000N
NS2500N
NS3200N

Masterpact MTZ1 MTZ1 16H1/H2
Masterpact MTZ2 MTZ2 20H1

MTZ2 25H1
MTZ2 32H1

MTZ2 20H2
MTZ2 25H2
MTZ2 32H2

MTZ2 20H3
MTZ2 25H3
MTZ2 32H3

Type of Canalis busbar trunking KTA3200 / KTC3200
Isc max. in kA rms 30 kA 42 kA 50 kA 65 kA 85 kA 100 kA

Type of  
circuit breaker

Compact NS NS2500N
NS3200N

Masterpact  
MTZ2 / MTZ3

MTZ2 25H1
MTZ2 32H1
MTZ2 40H1

MTZ2 25H2
MTZ2 32H2
MTZ2 40H2
MTZ3 40H1/H2

Type of Canalis busbar trunking KTA3200 / KTC3200 reinforced short-circuit level
Isc max. in kA rms 30 kA 42 kA 50 kA 65 kA 85 kA 100 kA

Type of  
circuit breaker

Compact NS NS2500N
NS3200N

Masterpact  
MTZ2 / MTZ3

MTZ2 25H1
MTZ2 32H1
MTZ2 40H1

MTZ2 25H2
MTZ2 32H2
MTZ2 40H2

MTZ2 25H3
MTZ2 32H3
MTZ2 40H3
MTZ3 40H1/2

Type of Canalis busbar trunking KTA4000 / KTC4000
Isc max. in kA rms 30 kA 42 kA 50 kA 65 kA 85 kA 100 kA

Type of  
circuit breaker

Compact NS NS3200N
Masterpact  
MTZ2 / MTZ3

MTZ2 32H1
MTZ2 40H1

MTZ2 32H2
MTZ2 40H2
MTZ3 40H1/H2
MTZ2 50H1/H2

Type of Canalis busbar trunking KTA4000 / KTC4000 reinforced short-circuit level
Isc max. in kA rms 30 kA 42 kA 50 kA 65 kA 85 kA 100 kA

Type of  
circuit breaker

Compact NS NS3200N
Masterpact  
MTZ2 / MTZ3

MTZ2 32H1
MTZ2 40H1

MTZ2 32H2
MTZ2 40H2

MTZ2 32H3
MTZ2 40H3
MTZ3 40H1/H2
MTZ3 50H1/H2

Type of Canalis busbar trunking KTC5000
Isc max. in kA rms 30 kA 42 kA 50 kA 65 kA 85 kA 95 kA

Type of  
circuit breaker

Masterpact  
MTZ2 / MTZ3

MTZ2 40H1 MTZ2 40H2 MTZ2 40H3
MTZ3 40H1/H2
MTZ3 50H1/H2
MTZ3 63H1/H2

Type of Canalis busbar trunking KTC5000 reinforced short-circuit level
Isc max. in kA rms 30 kA 42 kA 50 kA 65 kA 85 kA 100 kA

Type of  
circuit breaker

Masterpact  
MTZ2 / MTZ3

MTZ2 40H1 MTZ2 40H2 MTZ2 40H3
MTZ3 40H1/H2
MTZ3 50H1/H2
MTZ3 63H1/H2

Voltage: 660/690 V

Coordination tables between circuit breaker  
and Canalis electrical busbar trunking


