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  Power and control cables  
  Special applications  •  Commercial vehicles  

 For current information see: www.lappgroup.com 

  ÖLFLEX ®  TRUCK 170 FLRYY 
  Info  

 •  For commercial verhicles  
 •  For hazardous materials transportation  

  Benefi ts  
 •  Special ADR approval  
 •  ADR approval enables use in vehicles 

transporting hazardous goods  

  Application range  
 •  For commercial verhicles  
 •  Wiring of electrical equipments in all 

trailers and semi-trailers  

  Product features  
 •  UV-resistant  
 •  Resistant to cold temperatures  
 •  Resistant to most oils, chemicals and 

weather conditions  

  Norm references / Approvals  
 •  ISO 4141 and DIN/ISO 6722  

  Product Make-up  
 •  Conductor made of bare copper wires  
 •  Core insulation: Based on PVC  
 •  Special PVC-based outer sheath  

  Technical data  

  Classifi cation ETIM 5/6  
  ETIM 5.0/6.0 Class-ID: EC000104  
  ETIM 5.0/6.0 Class-Description: 
Control cable  
  Core identifi cation code  
  ISO 4141-3  

  Capacity of data pairs  
  Related to length between cores, 
max. 50 pF/m and between each data 
transmission core and all other cores in 
the cable, max. 100 pF/m  
  Conductor stranding  
  Fine wire according to DIN/ISO 6722  

  Minimum bending radius  
  12 x outer diameter  

  Nominal voltage  
  60 V  

  Test voltage  
  5 kV rms for at least 5 min.  

  Temperature range  
  Area of application, Class A  
  Fixed installation: -40°C to +85°C  

  Article 
number  

 Number of cores and mm² per 
conductor 

 Outer diameter 
[mm]  Colour  Copper index 

(kg/km) 
 Weight 

(kg/km) 

  ÖLFLEX ®  TRUCK 170 FLRYY  
 7027060  2 x 1,0  6.0  white-black  19.2  55 
 7027061  2 x 1,0  6.0  white-brown  19.2  55 
 7027000  2 x 1,5  6.6  white-black  28.8  68 
 7027001  2 x 1,5  6.6  white-brown  28.8  68 
 7027062  3 x 1,0  6.3  black-brown-blue  28.8  63 
 7027012  3 x 1,0  6.3  white/brown/blue, newest ISO design  28.8  63 
 7027063  4 x 1,0  6.8  white/black/red/brown  38.4  81 
 7027034  4 x 1,5  7.5  white/black/red/brown  57.6  106 
 7027064  5 x  1,0  7.5  white/brown/green/red/grey  48  97 
 7027065  5 x  1,0 + 1 x 2,5  9.0  1.0 = green/brown/red/blue/violet; 2.5 = white  72  133 
 7027066  5 x  1,0 + 1 x 2,5  9.0  1.0 = yellow/black/red/blue/violet; 2.5 = white  72  133 
 7027015  5 x 1,0 + 1 x 2,5  9.0  1.0 = brown/green/red/grey/violet; 2.5 = white, 

newest ISO design 
 72  133 

 7027016  5 x 1,0 + 1 x 2,5  9.0  1.0 = brown/yellow/red/grey/violet; 2.5 = white, 
newest ISO design 

 72  133 

 7027007  7 x 0,75  7.3  white/black/yellow/red/green/brown/blue  101 
 7027067  7 x 1,5  8.9  white/black/yellow/red/green/brown/blue  100.8  166 
 7027068  6 x 1,5 + 1 x 2,5  10.3  ISO 4141 1.5 = black/yellow/red/green/brown/blue; 

2.5 = white 
 110.4  187 

 7027069  8 x 1,5 + 1 x 2,5  11.7  ISO 4141 + grey/violet  139.2  239 
 7027070  10 x 1,5 + 3 x 2,5 + 1x(2x1,5)  14.4  white with black numbers; 1.5 = no. 1 - 3, 5 - 8, 10 - 12; 

2.5 = no. 4, 9, 13; 1.5 = no. 14, 15 
 244.8  391 

 7027010  10 x 1,5 + 3 x 2,5 + 1x(2x1,5)  14.4  ISO 12098  244.8  391 
 7027071  10 x 1,5 + 3 x 2,5  14.4  white with black numbers; 1.5 = no. 1 - 3, 5 - 8, 10 - 12; 

2.5 = no. 4, 9, 13 
 216  367 

 7027035  2 x 0,75 + 2 x 1,5  7.2  0.75 = white-brown; 1.5 = yellow-green  43.2  85 
 7027017  5 x 1,5 + 2 x 2,5  10.3  1.5 = black/yellow/green/brown/blue; 2.5 = white/red  120  217 
 7027004  8 x 1,5 + 5 x 2,5  14.8  1.5 = yellow/blue/green/brown/red/black/pink/white-blue; 

2.5 = white/orange/grey/white-black/white-red 
 235.2  360 

 7027073  9 x 1,5 + 4 x 2,5  14.8  white with black numbers; 1.5 = no. 2, 4 - 8, 10 - 12; 
2.5 = no. 1, 3, 9, 13 

 225.6  352 

 7027074  4 x 6 + 1 x 1,5  13.7  1.5 = grey; 6.0 = brown/red/black/blue  244.8  352 
  Unless specifi ed otherwise, the shown product values are nominal values. Detailed values (e.g. tolerances) are available upon request.   
  Copper price basis: EUR 150/100 kg. Refer to catalogue appendix T17 for the defi nition and calculation of copper-related surcharges.  
  Please fi nd our standard lengths at: www.lappkabel.de/en/cable-standardlengths  
  Packaging size: coil ≤ 30 kg or ≤ 250 m, otherwise drum  
  Please specify the preferred type of packaging (e.g. 1 x 500 m drum or 5 x 100 m coils).  
  Photographs and graphics are not to scale and do not represent detailed images of the respective products.  

  Info  



154

Ö
LF

LE
X®

AC
CE

SS
O

RI
ES

FL
EX

IM
AR

K®
SI

LV
YN

®
SK

IN
TO

P®
EP

IC
®

H
IT

RO
N

IC
®

ET
H

ER
LI

N
E®

U
N

IT
RO

N
IC

®
AP

PE
N

D
IX

  Power and control cables  
  Special applications  •  Commercial vehicles  

 For current information see: www.lappgroup.com 

  ÖLFLEX ®  TRUCK 470 P FLRYY11Y 
  Info  

 •  For commercial verhicles  
 •  For hazardous materials transportation  
 •  Hydrolysis and microbe resistant  

  Benefi ts  
 •  Special ADR approval  
 •  ADR approval enables use in vehicles 

transporting hazardous goods  

  Application range  
 •  For commercial verhicles  
 •  Wiring of electrical equipments in all 

trailers and semi-trailers  

  Product features  
 •  UV-resistant  
 •  Resistant to cold temperatures  
 •  Resistant to most oils, chemicals and 

weather conditions  
 •  Resistant to hydrolysis and microbes  

  Norm references / Approvals  
 •  ISO 4141 and DIN/ISO 6722  

  Product Make-up  
 •  Conductor made of bare copper wires  
 •  Core insulation: Based on PVC  
 •  Special PVC-based inner sheath  
 •  Outer sheath made of special polyurethane  

  Technical data  

  Classifi cation ETIM 5/6  
  ETIM 5.0/6.0 Class-ID: EC000104  
  ETIM 5.0/6.0 Class-Description: 
Control cable  
  Core identifi cation code  
  ISO 4141-3  

  Capacity of data pairs  
  Related to length between cores, 
max. 50 pF/m and between each data 
transmission core and all other cores in 
the cable, max. 100 pF/m  
  Conductor stranding  
  Fine wire according to DIN/ISO 6722  

  Minimum bending radius  
  12 x outer diameter  

  Nominal voltage  
  60 V  

  Test voltage  
  5 kV rms for at least 5 min.  

  Temperature range  
  Fixed installation: -40°C to +85°C  
  Area of application, Class A  

  Article 
number  

 Number of cores 
and mm² per conductor 

 Outer diameter 
[mm]  Colour  Copper index 

(kg/km) 
 Weight 

(kg/km) 

  ÖLFLEX ®  TRUCK 470 P FLRYY11Y  
 7027080  2 x 1,0  6.0  white-black  19.2  55 
 7027081  2 x 1,0  6.0  white-brown  19.2  55 
 7027020  2 x 1,5  6.6  white-black  28.8  68 
 7027021  2 x 1,5  6.6  white-brown  28.8  68 
 7027082  3 x 1,0  6.3  black-brown-blue  28.8  67 
 7027022  3 x 1,0  6.3  white/brown/blue, newest ISO design  28.8  67 
 7027083  4 x 1,0  6.8  white/black/red/brown  38.4  81 
 7027038  4 x 1,5  7.5  white/black/red/brown  57.6  106 
 7027084  5 x 1,0  7.5  white/brown/green/red/grey  48  97 
 7027085  5 x 1,0 + 1 x 2,5  9.0  1.0 = green/brown/red/blue/violet; 2.5 = white  72  133 
 7027086  5 x 1,0 + 1 x 2,5  9.0  1.0 = yellow/black/red/blue/violet; 2.5 = white  72  133 
 7027025  5 x 1,0 + 1 x 2,5  9.0  1.0 = brown/green/red/grey/violet; 2.5 = white, newest ISO design  72  133 
 7027087  6 x 1,5 + 1 x 2,5  10.3  ISO 4141 1.5 = black/yellow/red/green/brown/blue; 2.5 = white  110.4  187 
 7027130  7 x 0,75  7.3  white/black/yellow/red/green/brown/blue  50.4  101 
 7027088  7 x 1,5  8.9  white/black/yellow/red/green/brown/blue  100.8  166 
 7027089  8 x 1,5 + 1 x 2,5  11.7  ISO 4141 + grey/violet  139.2  239 
 7027090  10x1,5+3x2,5+1x(2x1,5)  14.4  white with black numbers; 1.5 = no. 1 - 3, 5 - 8, 10 - 12; 2.5 = no. 4, 9, 13; 

1.5 = no. 14, 15 
 244.8  391 

 7027030  10x1,5+3x2,5+1x(2x1,5)  14.4  ISO 12098  244.8  395 
 7027091  10x1,5+3x2,5  14.4  white with black numbers; 1.5 = no. 1 - 3, 5 - 8, 10 - 12; 2.5 = no. 4, 9, 13  216  367 
 7027031  10x1,5+3x2,5  14.4  1.5 = yellow/green/blue/black/brown/red/pink/grey/white-black/white-

blue; 2.5 = white/orange/white-red 
 216  367 

 7027046  2 x 0,75 + 2 x 1,5  7.2  0.75 = white-brown; 1.5 = yellow-green  43.2  85 
 7027092  2 x 6 + 3 x 1,5 ABS  12.1  DIN 72570 6.0 = red/brown; 1.5 = black/yellow/white  158.4  267 
 7027093  2x6+3x1,5+1x(2x1,5) EBS  12.1  DIN 72570 6.0 = red/brown; 1.5 = black/yellow/white; 1.5 = white-grey/

white-brown 
 187.2  321 

 7027094  2x4+3x1,5+1x(2x1,5) EBS  11.9  4.0=red/brown; 1.5=black/yellow/white; 1.5=white-grey/white-brown  148.8  257 
 7027024  18 x 1,5  13.7  white with black numbers  259.2  407 
 7027032  25 x 1,5  16.1  white with black numbers  360  560 

  Unless specifi ed otherwise, the shown product values are nominal values. Detailed values (e.g. tolerances) are available upon request.   
  Copper price basis: EUR 150/100 kg. Refer to catalogue appendix T17 for the defi nition and calculation of copper-related surcharges.  
  Please fi nd our standard lengths at: www.lappkabel.de/en/cable-standardlengths  
  Packaging size: coil ≤ 30 kg or ≤ 250 m, otherwise drum  
  Please specify the preferred type of packaging (e.g. 1 x 500 m drum or 5 x 100 m coils).  
  Photographs and graphics are not to scale and do not represent detailed images of the respective products.  

  Info  
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  Power and control cables  
  Special applications  •  Commercial vehicles  

 For current information see: www.lappgroup.com 

  ÖLFLEX ®  TRUCK 170 TWIN 
  Info  

 •  Battery twin cable  
 •  For commercial verhicles  
 •  For hazardous materials transportation  

  Benefi ts  
 •  Polarity identifi cation is possible without 

stripping the sheath or external marking 
(the item designation is always printed on 
the positive pole). This rules out incorrect 
connections.  

 •  No brushing of cores after stripping and 
therefore optimum subsequent handling, 
for example when crimping/contacting  

 •  Special ADR approval  

  Application range  
 •  Battery cable between the power source 

and the end user  
 •  For commercial verhicles  

  Product features  
 •  Double-sheathed version, extremely tough, 

for installation without corrugated tubing  
 •  Very strong connection but off ering easy 

separation of the cable by hand  

  Norm references / Approvals  
 •  ADR approval TÜ.EGG.091-04  

  Product Make-up  
 •  Conductor made of bare copper wires  
 •  Core insulation: Based on PVC  
 •  Special PVC-based outer sheath  

  Technical data  

  Classifi cation ETIM 5/6  
  ETIM 5.0/6.0 Class-ID: EC001578  
  ETIM 5.0/6.0 Class-Description: 
Flexible cable  
  Minimum bending radius  
  15 x outer diameter  

  Nominal voltage  
  60 V DC  

  Test voltage  
  3000 V AC  

  Temperature range  
  Fixed installation: -40°C to +85°C  
  Area of application, Class A  

  Article number   Number of cores and mm² per conductor  Outer dimensions, width x height (mm)  Copper index (kg/km) 

  ÖLFLEX ®  TRUCK 170 TWIN PVC/PVC  
 7027055  PVC/PVC 2 x 6,0  15.2 x 7.1  115.2 
 7027056  PVC/PVC 2 x 10,0  18.8 x 8.9  192 
 7027057  PVC/PVC 2 x 16,0  21.0 x 10.0  307.2 
 7027058  PVC/PVC 2 x 25,0  25.6 x 12.3  480 
 7027059  PVC/PVC 2 x 35,0  28.4 x 13.5  672 
 7027054  PVC/PVC 2 x 50,0  33.0 x 16.0  960 
 7027052  PVC/PVC 2 x 70,0  39.8 x 18.4  1344 

  Unless specifi ed otherwise, the shown product values are nominal values. Detailed values (e.g. tolerances) are available upon request.   
  Copper price basis: EUR 150/100 kg. Refer to catalogue appendix T17 for the defi nition and calculation of copper-related surcharges.  
  Please fi nd our standard lengths at: www.lappkabel.de/en/cable-standardlengths  
  Packaging size: coil ≤ 30 kg or ≤ 250 m, otherwise drum  
  Please specify the preferred type of packaging (e.g. 1 x 500 m drum or 5 x 100 m coils).  
  Details of the clamping force are available upon request, halogen-free.  
  Photographs and graphics are not to scale and do not represent detailed images of the respective products.  

  Info  
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Power and control cables

Selection from the LAPP product range 

ÖLFLEX® TRAIN – 

sector as well.

-

our ÖLFLEX®

Product Type standard Nominal 
voltage Type Number of 

cores

Cross-
section 
mm2

Temperature Shielding
Fire 
behaviour 
EN 45545-2

Fire 
behaviour
NF 16-101 

EN 50306 - Thin-wall cables

ÖLFLEX® M

ÖLFLEX® MM

ÖLFLEX® MM S x

ÖLFLEX® MM S x

ÖLFLEX® MM

ÖLFLEX® MM S x

ÖLFLEX® MM S x

EN 50264 - Reduced wall thicknesses

 ÖLFLEX® M

 ÖLFLEX® MM

 ÖLFLEX® MM S x

 ÖLFLEX® MM

 ÖLFLEX® MM S x

 ÖLFLEX® M

 ÖLFLEX® MM

 ÖLFLEX® MM

Online catalogue
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Power and control cables

Products for the railway industry at a glance

-  

 

Railway technology catalogue

1  
2  
3  
4  
5  
6  
7  
8  

 Traction Motor

9  
10  
11  
12    
13  
14  
15  
16  

 Blower

 

 Doors

Product Areas of use Product Areas of use 

ÖLFLEX® Power and control cables – EN 50306 - Thin-wall cables ÖLFLEX® Power and control cables – EN 50264 - Reduced wall thicknesses

ÖLFLEX®  ÖLFLEX®

ÖLFLEX®  ÖLFLEX®

ÖLFLEX®  ÖLFLEX®

ÖLFLEX®
 ÖLFLEX®  
 ÖLFLEX®

ÖLFLEX®  ÖLFLEX®

ÖLFLEX®  ÖLFLEX®

ÖLFLEX®  ÖLFLEX®

UNITRONIC® Data communication systems SKINTOP® Cable glands

®

ETHERLINE® Data communication systems for ETHERNET technology SILVYN® Protective cable conduit systems and cable carrier systems

®

EPIC® Industrial connectors FLEXIMARK® Marking systems

 

1  86432 5 10
13

 11
1514 16

1 9 86432 5 7

1 9 86432 5 7
10 12 11 1513 14 16

2  8
12

103 5 9
15

64
 11
1

3 54  61 97 10
12 11 13 15

 8

4 116 12
15

5
 13

21 3
16

8

16
142  12 864  11  131

 12 15 864  11  131

 12 15 864  11  131

2 63 41  11 8  12

15
 13

16

3 16 8  111

3 16 8  111

3  85 61 15 11

 11 151413 16
1 1096432 5  8

4 53 159 8  11 131

4 53 15 8  11 131

3  111074 5 9

7

3 1597 104  11

4 5 6 13

10 12 11 1513 14 16
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  Power and control cables  
  Special applications  •  Photovoltaic  

 For current information see: www.lappgroup.com 

  H1Z2Z2-K 
 Cross-linked solar cables - type H1Z2Z2-K, certifi ed according to EN 50618 

  Info  

 •  CPR: Article number choice under 
www.lappkabel.com/cpr  

 •  H1Z2Z2-K (type according to EN 50618)  
 •  Substitudes previous ÖLFLEX ®  SOLAR 

XLR-R  

  Benefi ts  
 •  Reduction of fl ame propagation and of 

toxic combustion gases in the event of fi re  
 •  Robust against mechanical impacts  
 •  For outdoor applications  
 •  Not suitable for direct burial, installation 

according to IEC 60364-5-52, respectively 
HD 60364-5-52  

  Application range  
 •  For use in photovoltaic-systems with rated 

voltage 1500 V DC  
 •  For the cabling between the solar modules 

and as extension cable between the 
module strings and the DC/AC inverter  

 •  Gable and fl at roof photovoltaic systems  
 •  Photovoltaic plants and solar parks  
 •  Flexible or building-integrated PV systems  

  Product features  
 •  Flame retardant acc. to IEC 60332-1-2  
 •  Weather/UV-resistant acc. to EN 50618, 

appendix E  
 •  Ozone-resistant according to EN 50396  
 •  Good notch and abrasion resistance  
 •  Halogen-free according to IEC 60754-1 

(amount of halogen acid gas) 
Corrosiveness of combustion gases 
according to IEC 60754-2 (degree of 
acidity)  

  Norm references / Approvals  
 •  H1Z2Z2-K (type according to EN 50618)  
 •  Items with other cross-sections on request  

  Product Make-up  
 •  Fine-wire, tinned-copper conductor  
 •  Coreinsulation made of cross-linked 

copolymer  
 •  Colour of core insulation: white  
 •  Outer sheath made of cross-linked 

copolymer  
 •  Outer sheath colour: black, red or blue  

  Technical data  

  Classifi cation ETIM 5/6  
  ETIM 5.0/6.0 Class-ID: EC001578  
  ETIM 5.0/6.0 Class-Description: 
Flexible cable  
  Conductor stranding  
  Fine wire according to VDE 0295,
class 5/IEC 60228 class 5  
  Minimum bending radius  
  Fixed installation: 4 x outer diameter  

  Nominal voltage  
  AC U0/U : 1,0/1,0 kV 
DC U0/U : 1,5/1,5 kV
Max. permissible operating voltage:
DC 1,8 kV  
  Test voltage  
  AC 6500 V  

  Current rating  
  Im compliance with EN 50618, Table A.3  

  Temperature range  
  -40°C to +120°C max. conductor 
temperature based on EN 60216-1
Ambient temperature range according 
to EN 50618: -40°C to +90°C  

  Article number   Conductor cross-section (mm²)  Outer diameter [mm]  Copper index (kg/km)  Weight (kg/km) 

  H1Z2Z2-K  
  Core insulation: white / Outer sheath: black  

 1023552 4  5.8  38.4  62 
 1023553 6  6.3  57.6  84 
 1023554 10  7.4  96  126 
 1023555 16  8.1  153.6  197 
 1023590 25  10.3  240  270 
 1023591 35  11.8  336  370 

  Core insulation: white / Outer sheath: red  
 1023572 4  5.8  38.4  62 
 1023573 6  6.3  57.6  84 
 1023574 10  7.4  96  126 
 1023575 16  8.1  153.6  197 

  Core insulation: white / Outer sheath: blue  
 1023582 4  5.8  38.4  62 
 1023583 6  6.3  57.6  84 
 1023584 10  7.4  96  126 
 1023585 16  8.1  153.6  197 

  Unless specifi ed otherwise, the shown product values are nominal values. Detailed values (e.g. tolerances) are available upon request.   
  Copper price basis: EUR 150/100 kg. Refer to catalogue appendix T17 for the defi nition and calculation of copper-related surcharges.  
  Please fi nd our standard lengths at: www.lappkabel.de/en/cable-standardlengths  
  Packaging size: Coil 100 m; Drum (500; 1000) m  
  Photographs and graphics are not to scale and do not represent detailed images of the respective products.  

  Accessories  

 

 •   EPIC ®  CRIMPTOOL     
 •   Cable shears with double edge  refer to page    980   
 •   EPIC ®  SOLAR 4 M  refer to page    673   

 •   EPIC ®  SOLAR 4 F  refer to page    673   
 •   KS 20 cable shears     

 

  Info  


