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  Cable glands  
  SKINTOP ®  metric cable gland accessories  •  Counter nuts  

 For current information see: www.lappgroup.com 

   SKINTOP ®  GMP-GL-M  

  Benefi ts  
 •  Glass fi bre-reinforced for maximum 

mechanical stability  
 •  Supporting surface for spanner means 

scratches on the housing are avoided  

  Application range  
 •  For locking SKINTOP ®  cable glands in 

boreholes without thread.  

  Norm references / Approvals  
 •  UL File Nr. E79903  

  Product Make-up  
 •  Metric connection thread acc. to 

DIN EN 60423  
 •  Basis for technical information 

DIN IEC 62444  

  Note  
 •  UL approval only when used with the 

UL-approved SKINTOP ®  polyamide cable 
glands  

  Technical data  

  Classifi cation ETIM 5/6  
  ETIM 5.0/6.0 Class-ID: EC000441  
  ETIM 5.0/6.0 Class-Description: Cable 
screw gland  
  On request  
  Available without collar
(without surface for assembling tool)  
  Colour delivered  
  Silver grey (RAL 7001)
Light grey (RAL 7035)
Black (RAL 9005), UV-resistant  
  Material  
  Polyamide, glass fi bre-reinforced  

  Temperature range  
  Fixed: -40°C to +100°C  
  Dynamic: -20°C to +100°C  

  Article number   Article designation / size  SW wrench size mm  Pieces / PU 

  SKINTOP ®  GMP-GL-M silver grey  
 53119000  M 12 x 1,5  17  100 
 53119010  M 16 x 1,5  22  100 
 53119020  M 20 x 1,5  27  100 
 53119030  M 25 x 1,5  34  100 
 53119040  M 32 x 1,5  41  100 
 53119050  M 40 x 1,5  50  25 
 53119060  M 50 x 1,5  60  25 
 53119070  M 63 x 1,5  75  25 

  SKINTOP ®  GMP-GL-M black  
 53119100  M 12 x 1,5  17  100 
 53119110  M 16 x 1,5  22  100 
 53119120  M 20 x 1,5  27  100 
 53119130  M 25 x 1,5  34  100 
 53119140  M 32 x 1,5  41  100 
 53119150  M 40 x 1,5  50  25 
 53119160  M 50 x 1,5  60  25 
 53119170  M 63 x 1,5  75  25 

  SKINTOP ®  GMP-GL-M light grey  
 53119003  M 12 x 1,5  17  100 
 53119013  M 16 x 1,5  22  100 
 53119023  M 20 x 1,5  27  100 
 53119033  M 25 x 1,5  34  100 
 53119043  M 32 x 1,5  41  100 
 53119053  M 40 x 1,5  50  25 
 53119063  M 50 x 1,5  60  25 
 53119073  M 63 x 1,5  75  25 

  Photographs and graphics are not to scale and do not represent detailed images of the respective products.  

  Accessories  

 

• SKINTOP® ST-M
• SKINTOP® STR-M
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  Cable glands  
  SKINTOP ®  metric cable gland accessories  •  Counter nuts  

 For current information see: www.lappgroup.com 

   SKINTOP ®  GMP-HF-M  

  Benefi ts  
 •  Halogen-free  
 •  Extremely fl ame-retardant according to 

UL 94 V0  
 •  Self-extinguishing, no dripping  

  Application range  
 •  For locking SKINTOP ®  cable glands in 

boreholes without thread.  
 •  Airports  
 •  Tunnel construction  
 •  Underground railways  
 •  Public buildings  

  Product Make-up  
 •  Metric connection thread acc. to 

DIN EN 60423  
 •  Basis for technical information 

DIN IEC 62444  

  Technical data  

  Classifi cation ETIM 5/6  
  ETIM 5.0/6.0 Class-ID: EC000441  
  ETIM 5.0/6.0 Class-Description: Cable 
screw gland  
  Colour delivered  
  Light grey (RAL 7035)  

  Material  
  halogenfree polyamide acc. to UL 94 V0  

  Temperature range  
  Fixed: -40°C to +100°C  
  Dynamic: -20°C to +100°C  

  Article number   Article designation / size  SW wrench size mm  PU 

  SKINTOP ®  GMP-HF-M  
 53119200  M 12 x 1,5  17  100 
 53119210  M 16 x 1,5  22  100 
 53119220  M 20 x 1,5  27  100 
 53119230  M 25 x 1,5  34  100 
 53119240  M 32 x 1,5  41  100 
 53119250  M 40 x 1,5  50  25 
 53119260  M 50 x 1,5  60  25 
 53119270  M 63 x 1,5  75  25 

  Photographs and graphics are not to scale and do not represent detailed images of the respective products.  

  Accessories  

 
 •  SKINTOP ®  ST-HF-M  refer to page    693  

 

  


