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Motor  
rating kW 

FLC 
I(A)  

415V

le  
max

Circuit 
Breaker 

Type

Rated 
current 

(A)
Setting Irm 

(A)
Contactor 

Type
Thermal 

Relay Type

Thermal 
range        
Irth

Iq  
kA

Ir 
kA

0.37 1.1 1.6 CVS100-MA 2.5 6..13 22.5 LC1E09 LRE06 (3) 1..1.6 50 1

0.55 1.5 1.6 CVS100-MA 2.5 6..14 32.5 LC1E09 LRE06 (3) 1..1.6 50 1

0.75 1.8 2.5 CVS100-MA 2.5 6..14 32.5 LC1E09 LRE07 (3) 1.6..2.5 50 1

1.1 2.6 4 CVS100-MA 6.3 6..14 57 LC1E32 LRE08 (3) 2.5..4 50 1

1.5 3.4 4 CVS100-MA 6.3 6..14 57 LC1E32 LRE08 (3) 2.5..4 50 1

2.2 4.8 6 CVS100-MA 6.3 6..14 82 LC1E32 LRE10 (3)  4..6 50 1

3 6.5 8 CVS100-MA 12.5 6..14 113 LC1E80 LRE12 (1) (3) 5.5..8 50 1

4 8.2 10 CVS100-MA 12.5 6..14 138 LC1E80 LRE14 (1) (3)  7 ..10 50 1

5.5 11 12.5 CVS100-MA 12.5 6..14 163 LC1E80 LRE16 (1) (3)  9..13 50 1

7.5 14 18 CVS100-MA 25 6..14 250 LC1E80 LRE21 (1) (3)  12..18 50 3

10 19 25 CVS100-MA 25 6..14 325 LC1E80 LRE322 (2) (3) 17..25 50 3

11 21 25 CVS100-MA 25 6..14 325 LC1E80 LRE322 (2) (3) 17..25 50 3

15 28 32 CVS100-MA 50 6..14 450 LC1E80 LRE353 (2) (3) 23..32 50 3

18.5 34 40 CVS100-MA 50 6..14 550 LC1E80 LRE355 (2) (3) 30..40 50 3

22 40 50 CVS100-MA 50 6..14 650 LC1E80 LRE357 (2) 37..50 50 3

30 55 63 CVS100-MA 100 6..14 900 LC1E120 LRE480 51..81 50 3

37 66 100 CVS100-MA 100 6..14 1100 LC1E120 LRE481 62..99 50 5

45 80 100 CVS100-MA 100 6..14 1300 LC1E120 LRE481 62..99 50 5

55 100 135 CVS160-MA 150 9..14 1500 LC1E160 LRE482 84..135 50 5

75 135 150 CVS160-MA 150 9..14 1950 LC1E160 LRE483 124..198 50 10

90 160 185 CVS250-MA 220 9..14 2420 LC1E300 LRE484 146..234 50 10

110 200 220 CVS250-MA 220 9..14 2860 LC1E300 LRE484 146..234 50 10

132 230 265 CVS400-MA 320 6..13 3500 LC1E300 LRE485 174..279 50 10

160 270 315 CVS400-MA 320 6..13 4160 LC1E300 LRE486 208..333 50 10

200 361 400 CVS630-MA 500 6..13 5700 LC1F500 LR9-F73 79 300..500 50 18

220 380 500 CVS630-MA 500 6..13 6500 LC1F500 LR9-F73 79 300..500 50 18

250 430 500 CVS630-MA 500 6..13 6500 LC1F500  LR9-F73 79 300..500 50 18

Type 2 Co-ordination Table Fuseless (DOL Starter) with  
EasyPact CVS

(1) Separate mounting with LAEB1 terminal block

(2) Separate mounting with LAEB3 terminal block

(3) Type 1 for O/L relay

• Standard : IEC 60947-4-1
• Short Circuit Protection Device type: MCCB
• Performance «Iq» (kA) : 50kA
• Operational Voltage (Ue) : 415VAC / 50Hz
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For details on non standard references, technical parameters, accessories, compatibility, stockable and non stockable status please contact Customer Care

Selection Chart: 

Motor Output FLC SDF (NX Range) Contactor Thermal Overload 
Relay 

KW HP
I Line 

(A)
I phase 

(A)
Type Fuse Type

Fuse  
Rating (A)

Star  
Contactor

AC3- A
Main / 

Delta Con-
tactor

AC3- A Type
Range  

(A)

1.5 2 4 2.3 NX32 10NHC00G 10 LC1E09 9 LC1E09 9 LRE07  1.6-2.5 

2.2 3 5 3 NX32 16NHC00G 16 LC1E09 9 LC1E09 9 LRE08 2.5-4 

3 4 7 4 NX32 16NHC00G 16 LC1E09 9 LC1E09 9 LRE08 2.5-4 

4 5.3 9 5 NX32 20NHC00G 20 LC1E09 9 LC1E09 9 LRE10 4-6

5.5 7.5 10 6 NX32 20NHC00G 20 LC1E09 9 LC1E09 9 LRE12 5.5-8 

7.5 10 16 9 NX32 32NHC00G 32 LC1E09 9 LC1E09 9 LRE14 7-10

9 12 17 10 NX32 32NHC00G 32 LC1E09 9 LC1E12 9 LRE14 7-10

11 15 21 12 NX63 50NHC00G 50 LC1E12 12 LC1E12 12 LRE16 9-13

15 20 28 16 NX63 63NHC00G 63 LC1E18 18 LC1E18 18 LRE21 12-18

22 30 42 24 NX80 80NHC00G 80 LC1E25 25 LC1E25 25 LRE32 23-32 

30 40 57 33 NX125 100NHG00B 100 LC1E40 40 LC1E40 40 LRE355 30-40

45 60 81 47 NX125 125NHG00B 125 LC1E40 40 LC1E50 50 LRE357 37-50 

55 75 100 58 NX125 125NHG00B 125 LC1E40 40 LC1E65 65 LRE359 48-65 

80 107 139 80 NX200 200NHG1B 200 LC1E80 80 LC1E80 80 LRE363 63-80 

110 150 196 113 NX315 315NHG2B 315 LC1E300 300 LC1E300 300 LRE482 84~135

160 215 286 165 NX400 355NHG2B 355 LC1E300 300 LC1E300 300 LRE483 124~198

EasyPact TVS  Star Delta (Type 2 Co-ordination with Fuse)
• Standard:  IEC 60947-4-1
• Fuses:  Cooper Bussmann
• Iq (A):  50KA
• Ue:  415Vac / 50Hz
• Contactor Coil:  Type M5 (220 Vac/ 50 Hz)

Motor Output FLC SDF (NX  Range) Contactor Thermal Overload Relay 

KW HP I(A) Type Fuse Type
Fuse Rating 

(A)
Type AC3  (A) Type Range (A)

0.37 0.5 1 NX32 6NHG000B 6 LC1E09 9 LRE06 1.0 - 1.6

0.55 0.75 1.5 NX32 6NHG000B 6 LC1E09 9 LRE06 1.0 - 1.6

0.75 1 2 NX32 6NHG000B 6 LC1E09 9 LRE07 1.6 - 2.5

1.5 2 3.5 NX32 16NHG000B 16 LC1E09 9 LRE08 2.5 - 4.0

2.2 3 5 NX32 16NHG000B 16 LC1E09 9 LRE10 4.0 - 6.0

3 4 6.8 NX32 20NHG000B 20 LC1E09 9 LRE12 5.5 - 8.0

4 5.5 8.4 NX32 20NHG000B 20 LC1E09 9 LRE14 7.0 - 10

5.5 7.5 11.2 NX32 25NHG000B 25 LC1E12 12 LRE16 9.0 - 13

7.5 10 14 NX63 40NHG000B 40 LC1E18 25 LRE21 12.0 - 18

9 12 18 NX63 50NHG000B 50 LC1E25 25 LRE22 16 - 24

11 15 21 NX63 50NHG000B 50 LC1E32 32 LRE22 16 - 24

15 20 28.5 NX63 63NHG000B 63 LC1E32 40 LRE32 23 - 32

18.5 25 34 NX80 80NHG000B 80 LC1E40 40 LRE355 30 - 40

22 30 42 NX80 80NHG000B 80 LC1E50 50 LRE357 37 - 50

30 40 57 NX100 100NHG000B 100 LC1E65 65 LRE359 48- 65

37 50 70 NX125 125NHG00B 125 LC1E80 80 LRE363 63- 80

45 60 81 NX160 160NHG00B 160 LC1E95 95 LRE365 80- 104

56 75 100 NX160 160NHG00B 160 LC1E120 115 LRE482 84- 135

80 107 138 NX250 250NHG1B 250 LC1E160 150 LRE483 124- 198

90 120 165 NX250 250NHG1B 250 LC1E160 160 LRE483 124- 198

100 135 182 NX315 315NHG2B 315 LC1E200 200 LRE483 124- 198

110 150 196 NX315 315NHG2B 315 LC1E200 200 LRE483 124- 198

132 177 240 NX400 355NHG2B 355 LC1E250 250 LRE485 174- 279

160 215 285 NX400 400NHG2B 400 LC1E300 300 LRE486 208- 333

EasyPact TVS  DOL (Type 2 Co-ordination with Fuse)
• Standard:  IEC 60947-4-1
• Fuses:  Cooper Bussmann
• Iq (A):  50KA
• Ue:  415Vac / 50Hz
• Contactor Coil:  Type M5 (220 Vac/ 50 Hz)
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Selection Chart: 

TeSys Standard DOL Motor Starters (Type 1 Co-ordination with MPCB at 415 V)
• Fault indication features possible
• Chance of  single phasing reduced
• No replacement of  fuses

• More reliability
• No running cost

Motor Rating 
kW

Operational 
Current in A

Iq*
kA

Motor Circuit 
Breaker Thermal Range Contactor

0.37 1.0 50 GV2ME05 0.63-1 LC1K06

0.55 1.5 50 GV2ME06 1-1.6 LC1K06

0.75 2.0 50 GV2ME07 1.6-2.5 LC1K06

1.1 2.5 50 GV2ME08 2.5-4 LC1K06

1.5 3.5 50 GV2ME08 2.5-4 LC1K06

2.2 5.0 50 GV2ME10 4-6.3 LC1K06

3.0 6.5 50 GV2ME14 6-10 LC1K09

4.0 8.4 50 GV2ME14 6-10 LC1K09

5.5 11.0 15 GV2ME16 9-14 LC1K12

7.5 14.8 15 GV2ME20 13-18 LC1D18

9.0 18.1 15 GV2ME21 17-23 LC1D25

11.0 21.0 15 GV2 ME22 20-25 LC1D25

15.0 28.5 10 GV2ME32 24-32 LC1D32

18.5 35.0 50 GV3P40 30-40 LC1D40A

22.0 42.0 50 GV3P50 37-50 LC1D50A

30.0 57.0 50 GV3P65 48-65 LC1D65A

37.0 69.0 15 GV3ME80 56-80 LC1D80

45.0 81.0 25 GV7RE100 60-100 LC1D95

55.0 100.0 25 GV7RE150 90-150 LC1D115

75.0 135.0 35 GV7RE150 90-150 LC1D150

90.0 165.0 35 GV7RE220 132-220 LC1F185

110.0 200.0 35 GV7RE220 132-220 LC1F225

Iq* - Rated conditional short circuit at operational voltage 415/440V

* TeSys High  Performance  DOL  Motor  Starters  (Type 2 Co-ordination with MPCB at 415 V)
• No down time
• Fault indication features possible
• Chance of  single phasing reduced

• No replacement of  HRC fuses
• More reliability
• No running cost

Motor Rating 
kW

Operational 
Current in A

Iq*
kA

Motor Circuit 
Breaker Thermal Range Contactor

0.37 1 130 GV2ME05 0.63-1 LC1D09

0.55 1.5 130 GV2ME06 1-1.6 LC1D09

0.75 2 130 GV2ME07 1.6-2.5 LC1D09

1.1 2.5 130 GV2ME08 2.5-4 LC1D09

1.5 3.5 130 GV2ME08 2.5-4 LC1D09

2.2 5 130 GV2ME10 4-6.3 LC1D09

3.0 6.5 130 GV2ME14 6-10 LC1D09

4.0 8.4 130 GV2ME14 6-10 LC1D09

5.5 11 130 GV2ME16 9-14 LC1D25

7.5 14.8 50 GV2P20 13-18 LC1D25

9.0 18.1 50 GV2P21 17-23 LC1D25

11.0 21 50 GV2P22 20-25 LC1D25

15.0 28.5 35 GV2P32 25-32 LC1D32

18.5 35 50 GV3P40 30-40 LC1D40A

22.0 42 50 GV3P50 37-50 LC1D50A

30.0 57 50 GV3P65 48-65 LC1D65A

37.0 69 70 GV7RS80 48-80 LC1D80

45.0 81 70 GV7RS100 60-100 LC1D115

55.0 100 70 GV7RS150 90-150 LC1D150

75.0 135 70 GV7RS150 90-150 LC1D150

90.0 165 70 GV7RS220 132-220 LC1F185

110.0 200 70 GV7RS220 132-220 LC1F225

Iq* Rated conditional short circuit at operational voltage 415/440 V
* Breaking Capacity of  Circuit Breakers can be increased by using current limiter type GV1L3
For star- delta Co-ordination chart please contact regional sales office..


