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Digital Meters
 

Group Model Size Digit Description Auxiliary Supply LP (INR) 

N24 Series 

RN24 N24 S 96 x 48 x 64 mm 4 Digit 

Standard Input Signals with IP65; 

Input: -10 ... 60 mV or ± 60 mV or 0 ... 10 V or ±10 V or 0... 

20 mA or 4 ... 20 mA; 

Display: Red LED with 20mm Digit Height;  

Accuracy Class as per Datasheet 

230 V AC OR 

110 V AC OR 

24 V AC 

2,855 

RN24 N24 T 96 x 48 x 64 mm 4 Digit 

Temperature Input with IP65;                    

Input: PT100 or Thermocouple: J type or K type;  

Display Red LED with 20mm Digit Height;  

Accuracy Class as per Datasheet 

2,980 

RN24 N24 H 96 x 48 x 64 mm 4 Digit 

DC Higher Voltage and Current Input with IP65;       

Input: 100 V or 250 V or ±100 V or ±250 V or ±400 V or ±1 

A or ±5 A; 

Display: Red LED with 20mm Digit Height;  

Accuracy Class as per Datasheet 

3,280 

RN24 N24 Z 96 x 48 x 64 mm 4 Digit 

AC Voltage Current & Frequency Input with IP65;      

Input: 1 ... 100 V or 2.5 ... 250 V or 4 ... 400 V or 20 ... 500 

Hz (24 ... 480V) or 1 or 5 A; 

Display Red LED with 20mm Digit Height;  

Accuracy Class as per Datasheet 

3,280 

N25 Series 

RN25 N25 S 96 x 48 x 64 mm 5 Digit 

Standard Input Signals with IP65; 

Input: -10 ... 60 mV or ± 60 mV or 0 ... 10 V or ±10 V or 0... 

20 mA or 4 ... 20 mA; 

Display: Red LED with 14mm Digit Height; Accuracy 

Class as per Datasheet 

230 V AC OR 

110 V AC OR 

24 V AC 

3,015 

RN25 N25 T 96 x 48 x 64 mm 5 Digit 

Temperature Input with IP65; 

Input: PT100 or Thermocouple: J type or K type;  

Display Red LED with 14mm Digit Height;  

Accuracy Class as per Datasheet 

3,080 

RN25 N25 H 96 x 48 x 64 mm 5 Digit 

DC Higher Voltage and Current Input with IP65; 

Input: 100 V or 250 V or ±100 V or ±250 V or ±400 V or ±1 

A or ±5 A; 

Display: Red LED with 14mm Digit Height;  

Accuracy Class as per Datasheet 

3,675 

RN25 N25 Z 96 x 48 x 64 mm 5 Digit 

AC Voltage Current & Frequency Input with IP65; 

Input: 1 ... 100 V or 2.5 ... 250 V or 4 ... 400 V or 20 ... 500 

Hz (24 ... 480V) or 1 A or 5 A; 

Display Red LED with 14mm Digit Height;  

Phase: 1 - Phase; 

Accuracy Class as per Datasheet 

3,620 

Options for N24 & N25 

Auxiliary Supply :  85 ... 253 V or 20 ... 40V AC/ DC (with 24V DC Supplying 

Output only for N24/ N25 (S & T) 
1,150 

Configuration of parameters acc. to customer's request 400 

Non-standard unit printed on the meter (minimal qty: 5 pcs.) 1,075 

N20 Series with Tri-Colour Display 

RN20 N20 96 x 48 x 64 mm 5 Digit 

Temperature & Standard Input Signals with IP65;      

Input: Lower Input DC Current Voltage and 

Temperature; Display: 3 - Colour LED Display with 14mm 

Digit Height; Accuracy Class as per Datasheet 

Output: 2 OC type; 85 ... 253 V AC/ DC 

OR 

20 ... 40 V AC/ DC 

4,520 

RN20Z N20Z 96 x 48 x 64 mm 5 Digit 

AC Current Voltage and Frequency with IP65;  

Input: AC current Voltage and Frequency; 

Display: 3 - Colour LED Display with 14mm Digit Height; 

Accuracy Class as per Datasheet 

Output: 2 OC type; 

4,585 

Option for N20 Series Configuration of parameters acc. to customer's request 400 
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Digital Meters
 

Group Model Size Digit Description Auxiliary Supply LP (INR) 

RN21 N21 96 x 48 x 64 mm 

OLED 

display/ 

Bargraph 

Temperature & Standard Input Signals with IP65;      

Input: Lower Input DC Current Voltage and Temperature; 

Display: OLED 128 x 32 pixels in amber colour;    

Accuracy Class as per Datasheet 

Output: 1x Alarm O/P and Power Supply Output 

22 … 60 V AC/ DC 

(terminals 12-13) & 

60 … 253 V AC /  

60 … 300 V DC 

(terminals 13-14) 

11,530 

RN20ZP N20ZPLUS 96 x 48 x 64 mm 5 Digit 

AC Current Voltage and Frequency with IP65; Input: AC 

current Voltage and Frequency;Display: 3 - Colour LED 

Display with 14mm Digit Height; Accuracy Class as per 

DatasheetOutput: 2 OC type & RS485 Modbus 

85 ... 253 V AC/ DC 

OR

20 ... 40 V AC/ 

20 … 60 V DC 

6,300 

RN20P N20PLUS 96 x 48 x 64 mm 5 Digit 

Temperature & Standard Input Signals with IP65;      

Input: Lower Input DC Current Voltage and Temperature; 

Display: 3 - Colour LED Display with 14mm Digit Height; 

Accuracy Class as per Datasheet 

Output: 2 OC type & RS485 Modbus 

6,450 

RN20HP N20HPLUS 96 x 48 x 64 mm 5 Digit 

Higher Voltage Input Signal with IP65;      

Input: DC Voltage;  

Display: 3 - Colour LED Display with 14mm Digit Height; 

Accuracy Class as per Datasheet 

Output: 2 OC type & RS485 Modbus 

6,600 

N30 Series - Programmable via Front Key with Tri-colour Display 

RN30U N30U 96 x 48 x 93 mm 5 Digit 

Temperature & Standard Input Signals with IP65;  

Input: Universal Input (RTD Thermocouple Resistance and 

Standard Signals); 

Display: 3 - Colour LED Display with 14mm Digit Height; 

Accuracy Class as per Datasheet 

Output: 2 NO relays; 

85 ... 253 V AC/ DC 

OR                  20 ... 40 

V AC/ DC 

7,185 

RN30H N30H 96 x 48 x 93 mm 5 Digit 

Higher DC Voltage & Current Signals with IP65;      

Input: Universal Input (Higher DC Voltage & Current);  

Display: 3 - Colour LED Display with 14mm Digit Height; 

Accuracy Class as per Datasheet 

Output: 2 NO relays; 

7,275 

RN30O N30O 96 x 48 x 93 mm 5 Digit 

Pulses Frequency Rotational Speed Period Work time 

Counter with IP65; 

Input: Universal Input (Pulses Hz Rotational Speed Period 

Work Time Counter); 

Display: 3 - Colour LED Display with 14mm Digit Height; 

Accuracy Class as per Datasheet 

Output: 2 NO relays; 

6,705 

RN30P N30P 96 x 48 x 93 mm 5 Digit 

1-phase AC Parameter with IP65;  

Universal Input: 1 - Phase AC Parameters; 

Display: 3 - Colour LED Display with 14mm Digit Height; 

Accuracy Class as per Datasheet 

Output: 2 NO relays; 

6,475 

Options for N30 Series 

RS485 Interface Analog Output and Pulse Output 3,595 

RS485 Interface Analog Output Pulse Output and 2 Change-Over Relays (NC - C - 

NO)

 

3,970 

Digital Bargraph Meters - Horizontal and Vertical Types 

Digital Bargraph Meters - Horizontal Type (1 Channel) 

RNA3 F NA3 F   

4 Digit 

3 - Colour: 

45 

Segments & 

7 - Colour: 

25 

Segments  

1-Channel Bargraph for Temperature Standard Signals 

Resistance DC V & I with IP65; 

Input: (Universal Input - RTD TC Resistance DC V & I and 

Standard Signals); 

Display: LED Displays with 7mm Digit Height & Bargraph 

Display; 

Accuracy Class: 0.5; 

  14,565 

Extra charges for NA3 

7-colour bargraph 2,595 

RS485 interface 1,110 

Analog output 2,040 

2 Relays 710 

2 OC outputs 675 

 

RN32U / RN32H / RN32O / RN32P Coming
Soon
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Digital Meters
 

Group Model Size Digit Description Auxiliary Supply LP (INR) 

Digital Bargraph Meters - Vertical Type (1 & 2 Channel) 

RNA5P NA5PLUS 48 x 144 x 100 mm 

- 

1 - Channel Bargraph 95 ... 253 V AC/ DC 

OR  

20 ... 40 V AC & 

20 … 60V DC 

22,015 

RNA6P NA6PLUS 48 x 144 x 100 mm 2 - Channel Bargraph 29,240 

Extra charges (for NA5 PLUS & NA6 PLUS): 

7-Colour Bargraph 1,350 

Single Analog Output: 

0/4 … 20mA 

0 … 10V DC 

1,330 

Dual Analog Output : 

2x 0/4 … 20mA or  

2x 0 …10V DC or  

1x 0/4 … 20mA & 1x 0 …10V DC 

2,875 

4x Relay Outputs 825 

8x OC Outputs 880 

Accessories for Digital Meters 

RPD14 PD14 

  

Programmer for digital meters N24 N25 N20 and N20Z 

(for USB) 

 -  

2,790 

RCZ 
CZ/996-

001 

Frame to fit a 96 x 48mm panel meter into a hole for 96 x 

96mm device 
430 

RATS ATS 1…5 

DIN rail mounting adaptor for panel meters:  

ATS1 - for 96 x 96 mm meters 

ATS2 - for 96 x 48 mm meters  

ATS3 - for 72 x 72 mm meters  

ATS4 - for 48 x 96 mm meters  

ATS5 - for 48 x 48 mm meters 

1,180 
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Power Network Meters

Group Model Size Description Auxiliary Supply LP (INR) 

Network Parameter Meters - Panel Mount 

RN14 N14 
96 x 96 x 

78.5 mm 

3 - Phase Power Network Meter with THD measurement; 

Display: LCD Display with Backlight; 

Input: Voltage (100V or 400V) Current (1A or 5A) - Ratio Programmable; 

Accuracy Class as per Datasheet 

85...253 V AC/ DC 10,800 

RND10 ND10 
96 x 96 x 77 

mm 

3 - Phase Power Network Meter with THD measurement;  

Display: LCD Display with Backlight; 

Input: Voltage (100V or 400V or 500V)  

Current (1A or 5A) - Ratio Programmable; 

Self Powered from L3 - 

Based on Input selection 
10,310 

Extra Charges for ND10 RS485 Output 1,515 

RND20L ND20LITE 
96 x 96 x 77 

mm 

1 or 3 - Phase Power Network Meter with THD measurement; 

Display: LCD Display with Backlight; 

Input: Voltage (100V or 400V) Current (1A or 5A) - Ratio Programmable; 

Output : 1x Relay and 1x Pulse 

Accuracy Class as per Datasheet 

85 ... 253 V AC 

90 ... 300 V DC OR              

20 ... 40 V AC 

20 ... 60 V DC 

10,780 

RND20 ND20 
96 x 96 x 77 

mm 

1 or 3 - Phase Power Network Meter; Harmonic up to 21st; Display: LCD 

Display with Backlight; 

Input: Voltage (100V or 400V or 500V) Current (1A or 5A) - Ratio 

Programmable; 

Output: 1 Analog 1 Relays 1 OC RS485 Modbus;  

Accuracy Class as per Datasheet 

85 ... 253 V AC 

90 ... 300 V DC OR              

20 ... 40 V AC 

20 ... 60 V DC 

13,460 

RND20CT ND20CT 
96 x 96 x 77 

mm 

1 or 3 - Phase Power Network Meter; 

Display: LCD Display with Backlight; 

Input: Voltage (100V or 400V) Current (Through plug in type CT); 

Output: 1 Relays 1 OC RS485 Modbus;  

Accuracy Class: As per datasheet; 

85 ... 253 V AC 

90 ... 300 V DC OR              

20 ... 40 V AC 

20 ... 60 V DC 

10,095 

Extra Charges for ND20CT 

ND20CT-303 - Splitter is recommended when connecting LJ single-phase current transformers with 

ND20CT meter. 
1,200 

Optional CT's as Required On Request 

RND30 
ND30/ 

ND30IoT 

96 x 96 x 77 

mm 

1 or 3 - Phase Power Network Meter; Harmonic up to 51st; Display: LCD 

colour Display with Backlight;                

Input: Voltage (3 x 57.7/ 100 V 3x 230/ 400 V or 3 x 110/ 190 V 3 x 400/ 690 

V) Current (1A or 5A) - Onsite Programmable 

Output: 2x Relays RS485  

Accuracy Class as per Datasheet 

85 ... 253 V AC 

90 ... 300 V DC OR              

20 ... 40 V AC 

20 ... 60 V DC 

23,580 

Extra Charges for ND30 

2 Relay 1 Analog 2 PT100 input 2,510 

2 Relay 1 Analog 2 Binary input 2,550 

RS485 & Ethernet with Internal 8GB Memory 4,500 

RND30P ND30PNET 
96 x 96 x 77 

mm 

1 or 3 - Phase Power Network Meter; Harmonic up to 51st; Display: LCD 

colour Display with Backlight; 

Input: Voltage (3 x 57.7/ 100 V 3x 230/ 400 V or 3 x 110/ 190 V 3 x 400/ 690 

V) Current (1A or 5A) - Onsite Programmable 

Output: 2x Relays RS485 Profinet  

Accuracy Class as per Datasheet 

85 ... 253 V AC 

90 ... 300 V DC OR              

20 ... 40 V AC 

20 ... 60 V DC 

25,095 

Extra Charges for ND30PNET 
2 Relay 1 Analog 2 PT100 input 2,510 

2 Relay 1 Analog 2 Binary input 2,550 

RND30B ND30BAC   

1 or 3 - Phase Power Network Meter; Harmonic up to 51st; Display: LCD 

colour Display with Backlight; 

Input: Voltage (3 x 57.7/ 100 V 3x 230/ 400 V or 3 x 110/ 190 V 3 x 400/ 690 

V) Current (1A or 5A) - Onsite Programmable 

Output: 2x Relays RS485 BACNET  

Accuracy Class: As per datasheet 

85 ... 253 V AC 

90 ... 300 V DC OR              

20 ... 40 V AC 

20 ... 60 V DC 
On Request 

2 Relay 2 Binary input 
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Power Network Meters
 

Group Model Size Description Auxiliary Supply 
LP 

(INR) 

RN100 N100 
144 x 144 x 

77 mm 

3 - Phase Power Network Meter; Harmonic up to 51st; Display: 4 x 4(1/2) LED 

Digit with 14mm Digit Height (Red or Green Colour);                                           

Input: Voltage (100V or 400V or 690V); Current (1A or 5A) - Ratio Programmable;

e Input;  

Output: 1 Analog 3 Relays 1 Pulse; 

Accuracy Class as per Datasheet 

85 … 253 V AC/ 

90 ... 300 V DC 
28,380 

Extra charges  (for N100): 
3 Analog Outputs + 1 Relay (instead of 3 relays 1 analog output pulse input & output) 5,880 

ETHERNET + internal memory 8 GB 4,440 

Network Parameter Meter - DIN Rail Mount 

RN27D N27D 
110 x 53 x 

60 mm 

DIN Rail Mountable Power Network Meter 

Input: Input: AC current (up to 63A) AC Voltage Power Frequency; 

Display: Red LED with 8.5mm Digit Height;  

Accuracy Class as per Datasheet 

230V AC 6,355 

RN27P N27P 
53 x 110 x 

60 mm 

DIN Rail Mountable 1 - Phase Power Network Meter;  

Input: AC Current (up to 63A) & Voltage; 

Display - Modern Graphical Display in OLED Technology; Accuracy Class as 

per Datasheet 

Output: 1 or 2 Relay Output RS485 Modbus Communication USB Port; 

85 ... 253 V AC 

& 

90 ... 300 V DC 

10,975 

Option for N27P Analog output instead of 1 relay 1,010 

RN43 N43 
105 x 110 x 

60 mm 

3- Phase Power Network Meter 

Display: LCD 6 Field (2 - Line) 3-digit Display 

Input: Current (1A or 5A or 63A)  

Voltage (100V or 400V or 500V); 

Output: 3 Relays 1 Pulse Output RS485 Modbus Communication USB Port; 

Accuracy Class as per Datasheet 

85 ... 253 V AC 

90 ... 300 V DC OR              

20 ... 40 V AC 

20 ... 60 V DC 

14,750 

RNR30 NR30 
105 x 110 x 

60 mm 

3- Phase Power Network Meter 

Display: Backlit LCD screen 

Input: Current (1A or 5A or 63A)  

Voltage (3 x 57.7/ 100 V up to 3 x 100/ 170 V OR 

3 x 230/ 400 V up to 3 x 400/ 690 V); 

Output: 1x Relays RS485 Modbus Communication USB; 

Accuracy Class as per Datasheet 

85 ... 253 V AC 

90 ... 300 V DC OR              

20 ... 40 V AC 

20 ... 60 V DC 

26,400 

Extra Charges for NR30 

LKEY WXNR30MQ - activation of the MQTT protocol in NR30 2,150 

LKEY WXNR30SR - activation of the supervisory relay function in NR30 2,150 

LKEY WXNR30MS activation of the MQTT protocol and the supervisory relay function in NR30 2,800 

RNR30IoT NR30IoT 
105 x 110 x 

60 mm 

3- Phase Power Network Meter with MQTT Protocol 

Display: Backlit LCD screen 

Input: Current (1A or 5A or 63A)  

Voltage (3 x 57.7/ 100 V up to 3 x 100/ 170 V OR 

3 x 230/ 400 V up to 3 x 400/ 690 V); 

Output: 1x Relays RS485 Modbus Communication USB; 

Accuracy Class as per Datasheet 

85 ... 253 V AC 

90 ... 300 V DC OR              

20 ... 40 V AC 

20 ... 60 V DC 

29,150 

Extra Charges for NR30IoT LKEY WXNR30SR - activation of the supervisory relay function in NR30IoT 2,150 

RNR30BAC NR30BAC 
105 x 110 x 

60 mm 

3- Phase Power Network Meter with BACnet Protocol 

Display: Backlit LCD screen 

Input: Current (1A or 5A or 63A)  

Voltage (3 x 57.7/ 100 V up to 3 x 100/ 170 V OR 

3 x 230/ 400 V up to 3 x 400/ 690 V); 

Output: 2x Relays RS485 Modbus Communication USB; 

Accuracy Class as per Datasheet 

85 ... 253 V AC 

90 ... 300 V DC OR              

20 ... 40 V AC 

20 ... 60 V DC 

On 

Request 

RNR30PNET NR30PNET 
105 x 110 x 

60 mm 

3- Phase Power Network Meter with Profinet Protocol 

Display: Backlit LCD screen 

Input: Current (1A or 5A or 63A) Voltage (3 x 57.7/ 100 V up to 3 x 100/ 170 V 

OR 

3 x 230/ 400 V up to 3 x 400/ 690 V); 

Output: 2x Relays RS485 Modbus Communication USB; 

Accuracy Class as per Datasheet 

85 ... 253 V AC 

90 ... 300 V DC OR 

20 ... 40 V AC 

20 ... 60 V DC 

On 

Request 

Synchronizing Units - Panel Mount 

RNS5 NS5 
96 x 96 x 77 

mm 

3 - Phase Synchronizing Units with LCD Colour Display;  

Input: 50 ... 150 V OR 150 ... 400 V 

Output: 2 Relays; RS485  

Accuracy Class as per Datasheet 

85 ... 253 V AC 

90 ... 300 V DC OR              

20 ... 40 V AC 

20 ... 60 V DC 

23,040 

Option for NS5 RS-485 and Ethernet 2,010 

Accessories for Power Network Meter 

RATS 
ATS Kit 

(1…5) 
  

DIN rail mounting adaptor for panel meters:  

ATS1 - for 96 x 96 mm meters 

ATS2 - for 96 x 48 mm meters  

ATS3 - for 72 x 72 mm meters  

ATS4 - for 48 x 96 mm meters  

ATS5 - for 48 x 48 mm meters 

- 1,180 

1 Puls
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Power Quality Analysers
 

Group Model Size Description Auxiliary Supply LP (INR) 

Panel Mount Power Quality Analyzer 

RND40 ND40 

144 x 144 x 

104 

mm 

3 - Phase Power Quality Analyzers with Touch Screen;  

Harmonic 51st Order with Class S measurement and without any input & 

Output in Standard Version 

Input: Voltage (3x 230V / 400V )  Current: (1A or 5A) - Ratio / Onsite 

Programmable;  2x PT 100 Inputs 85 V … 240 V AC  

(40 … 400 Hz) 

& 

90 V … 320 V DC 

97,040 

RND40 ND40 

144 x 144 x 

104 

mm 

3 - Phase Power Quality Analyzers with Touch Screen; Harmonic 51st Order 

with Class S/A measurement and without any input & Output in Standard 

Version 

Input: Voltage (3x 230V / 400V ) Current: (1A or 5A) - Ratio / Onsite 

Programmable; 2x PT 100 Inputs 

1,15,345 

Extra Charges for ND40 

8 relay outputs 5,580 

6 logic inputs 4 relay outputs 6,400 

6 logic inputs 3 analog outputs 11,300 

RND45 ND45 

144 x 144 x 

104 

mm 

3 - Phase Power Quality Analyzers with Touch Screen;  

Harmonic 51st Order, with Class S measurement and without any input & 

Output in Standard Version 

Input: Voltage (3 x 57.7/100 V or 3 x 230/400 V or 3 x 69.3/120 V), Current: (1A 

or 5A) - Ratio / Onsite Programmable; 2x PT 100 Inputs 

Accuracy: As per Datasheet 

85 V … 253 V AC 

(40 … 400 Hz) 

& 

90 V … 300 V DC 

1,06,745 

3 - Phase Power Quality Analyzers with Touch Screen;  

Harmonic 51st Order, with Class S/A measurement and without any input & 

Output in Standard Version 

Input: Voltage (3 x 57.7/100 V or 3 x 230/400 V or 3 x 69.3/120 V), Current: (1A 

or 5A) - Ratio / Onsite Programmable; 2x PT 100 Inputs 

Accuracy: As per Datasheet 

1,26,880 

Extra Charges for ND45  

8 Relay Outputs 5,580 

6 Logic Inputs, 4 Relay Outputs 6,400 

6 Logic Inputs, 3 Outputs 0/4-20 mA 11,300 

4 Logic Inputs, 6 Outputs 0/4-20 mA 19,440 

Power Quality Analyzers - Hand Held 

RNP40 NP40 
262 x 173 x 

66 mm 
Power Quality Analyzers - NP40 Standard Set without Current Clamps Class S 

Battery Operated / Power 

Adapter Supplied 
2,62,400 

Accessory Current 

Clamps for NP40 

Dia 8 mm Current Clamp - KLC8C-5A (5A) (1x Piece) 11,825 

Dia 8 mm Current Clamp - CTC0080 (50A) (1x Piece) 13,885 

Dia 13 mm Current Clamp - CTC0130 (100A) (1x Piece) 15,935 

Dia 52 mm Current Clamp - CTC1535 (1000A) (1x Piece) 20,305 

Dia 143 mm Rogowski Coil - JK-3000A(1x Piece) 21,005 

Dia 162 mm Rogowski Coil - JK-5000A(1x Piece) 24,675 

RNP45 NP45 
270 × 190 × 

66 mm 
Power Quality Analyzers - NP45 Standard Set without Current Clamps Class S/A 

Battery Operated / Power 

Adapter Supplied 
3,99,000 

Accessory Current 

Clamps for NP45 

Dia 8 mm Current Clamp - KLC8C-5A (5A) (1x Piece) 11,825 

Dia 8 mm Current Clamp - CTC0080 (50A) (1x Piece) 13,885 

Dia 13 mm Current Clamp - CTC0130 (100A) (1x Piece) 15,935 

Dia 52 mm Current Clamp - CTC1535 (1000A) (1x Piece) 20,305 

Dia 143 mm Rogowski Coil - JK-3000A(1x Piece) 21,005 

Dia 162 mm Rogowski Coil - JK-5000A(1x Piece) 24,675 

30 x 35 mm Current Clamp - ETCR035AD 1000A ac/ dc component (1x Piece) 16,200 

Dia 110 mm Rogowski Coil - SY 1500A 10,650 

Dia 250 mm Rogowski Coil - SY 6000A 26,800 
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Transducers

Group Model Description 
Auxiliary 

Supply 
LP (INR) 

P17 Series - Passive Transducer/ Separator with Slim Size - 6.2 mm (DIN Rail Mount) 

RP17 P17 

Transducer for Temperature and DC Voltage; Loop Powered;                                 

Input: Voltage (60 mV or 10V) or Temperature (PT100 or T/C J or K or N or E type) 

Ω);                                                                      

 Output: 4 ... 20 mA;  

Accuracy Class as per Datasheet 

Loop Powered 3,120 

RP17G P17G 

Passive separator for DC Current Signal;  

Loop Powered;  

Input: 0 ... 20mA or 4 ... 20mA; 

Output: 0 ... 20mA or 4 ... 20mA;  

Accuracy Class as per Datasheet 

Loop Powered 2,745 

P20 Series - Programmable using PD14 Converter (DIN Rail Mount) 

RP20 P20 

Transducer of Temperature & Standard Signals;                         

Input: Standard Signals Resistance RTD Sensors & Thermocouples;  

Output: Single Output Linear (0/ 4 ... 20 mA or 0 ... 10 V DC); Accuracy Class as per Datasheet 

85 ... 253 V 

AC/ DC OR                  

20 ... 85 V DC 

& 

20 ... 65 V AC 

5,415 

RP20G P20G 

Transducer of Standard signals; 

Input: Standard Signals (from -20 mA to 20 mA & from -10 V to 10 V);  

Output: from -20 mA to 20 mA & from -10 V to 10 V; 

Accuracy Class as per Datasheet 

85 ... 253 V 

AC/ DC OR                  

20 ... 85 V DC 

& 

20 ... 65 V AC 

6,495 

RP20H P20H 

Transducer of Higher DC Current/ DC Voltage;                                            

Input: Voltage (Up to ± 600V DC) Current (Up to ± 6A DC);                   

Output: Single Output Linear (0/ 4 ... 20 mA or 0 ... 10 V DC) or RS485 Modbus Communication; 

Accuracy Class as per Datasheet 

85 ... 253 V 

AC/ DC OR                

20... 40 V AC/ 

DC 

4,845 

RP20Z P20Z V 

Non-Configurable Transducer of AC Voltage; DIN Rail Mountable; 

Accuracy Class: ± 0.2% of range; 

Input: Up to 600V AC (Input Frequency Range: 45 ... 500 Hz) 

Output: Single Output Linear (0 ... 5 mA or 0/ 4 ... 20 mA or 0 ... 10 V DC); 

85 ... 253 V 

AC/ DC OR                

20... 40 V AC/ 

DC 

9,300 

RP20Z P20Z A 

Non-Configurable Transducer of AC Current; DIN Rail Mountable; 

Input: 1 or 5 A AC (Input Frequency Range: 45 ... 500 Hz); 

Output: Single Output Linear (0/ 4 ... 20 mA or 0 ... 10 V DC); 

Accuracy Class: 0.2; 

85 ... 253 V 

AC/ DC OR                

20... 40 V AC/ 

DC 

7,730 

Option for P20 / 

P20G / P20H 
Configuration of parameters acc. to customer's request 400 

RP21Z P21Z 

Transducer of AC Current/ DC Voltage  

 Input: Voltage (Up to 600V AC) or Current (1/ 5A AC) or Frequency (20 ... 500 Hz - in Voltage Range 24 ... 480 

V AC);                                                                       

 Output: Single Output Linear (0/ 4 ... 20 mA or 0 ... 10 V DC) or RS485 Modbus;  

Accuracy Class as per Datasheet 

85 ... 253 V AC 

& 

90..300 V DC 

OR 

20 ... 40 V AC 

& 

20 ... 60 V DC 

5,535 

Option for P21Z Configuration of parameters acc. to customer's request 400 

P30 Series - Transducers with Recording Feature (DIN Rail Mount) 

RP30O P30O 

Transducer of Frequency Impulses Period & Rotational Speed Without Memory Card Slot & Ethernet 

2x Universal Inputs: Pulses Hz Period Time Counter Input;                                  

Output: Analog (0/ 4 ... 20 mA) 1 or 2 Relay Power Supply (24V DC/ 30mA) for Sensor RS485 Modbus; 

Accuracy Class as per Datasheet 

85 ... 253 V AC/ 

DC OR                

20... 40 V AC & 

20 ... 60 V DC 

12,445 

RP30U P30U 

Transducer of Temperature DC Current & Voltage Without Memory Card Slot & Ethernet;  

Input: Universal (DC Voltage Current Resistance RTD Sensor T/C);  

Output: Analog (0/ 4 ... 20 mA) 1 or 2 Relay Power Supply (24V DC/ 30mA) for Sensor RS485 Modbus; 

Accuracy Class as per Datasheet 

12,060 

RP30P P30P 

Transducer of 1-Phase AC parameters Without Memory Card Slot & Ethernet;  

Input: Universal (AC Voltage Current - Measures all electrical parameters);  

Output: Analog (0/ 4 ... 20 mA)  2 Relay RS485 Modbus;              

Accuracy Class as per Datasheet 

17,140 

RP30H P30H 

Transducer of Higher DC Current & Voltage Without Memory Card Slot & Ethernet; Input: Universal

(DC Voltage Current); 

Output: Analog (0/ 4 ... 20 mA) 2 Relay RS485 Modbus;                       

Accuracy Class as per Datasheet 

16,800 

Option for P30 

Series 

Second Analog output (for P30P & P30H only) 2,770 

Slot for SD memory cards 645 

Ethernet with 2GB internal memory 4,565 

Industrial Grade 1GB SD card (Code: 20-199-00-00023) 4,710 

Industrial Grade 2GB SD card (Code: 20-199-00-00025) 5,645 

 

 

 or Resistance (150 Ω or 250 
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Transducers

Group Model Description Auxiliary Supply LP (INR) 

P4X Series - Network Parameters Transducer (DIN Rail Mount) 

RP41 P41 

Transducer of 1-Phase Power Network Parameters; Measurement;  

Input: Voltage (100V or 400 V AC); Current (1A or 5A AC);  

Output: 1- Analog Output & RS485 Modbus Output USB Port; Accuracy Class 

as per Datasheet 

85 ... 253 V AC & 

90 ... 300 V DC OR              

20 ... 40 V AC & 

20 ... 60 V DC 

10,445 

Option for P41 Configuration of parameters acc. to customer's request 400 

RP43 P43 

Transducer of 3-Phase Power Network Parameters; 

Input: Voltage (100V or 400 V AC); Current (1A or 5A AC);  

Output: 4 - Relay Impulse RS485 Modbus Output USB Outputs;  

Accuracy Class as per Datasheet 

85 ... 253 V AC & 

90 ... 300 V DC OR  

20 ... 40 V AC & 

20 ... 60 V DC 

14,395 

Option for P43 
Transducer with 2 Analog Outputs (-20 ... 20 mA) & 2 Relay Output 4,460 

Transducer with 4 Analog Outputs (-20 ... 20 mA) & Without Relay Outputs 6,240 

Temperature and Humidity Transducers (Wall Mount) 

RP18 P18 

Temperature and Humidity Transducer with External Sensor; without Display 

Output: RS485 Modbus; 

Accuracy Class as per Datasheet 

9 ... 24 V AC/ DC 5,410 

RP18D P18D 

Temperature and Humidity Transducer with External Sensor;  

With Display; Output: RS485 Modbus; 

Accuracy Class as per Datasheet 

9 ... 24 V AC/ DC 6,430 

RP18L P18L 

Temperature or Humidity Transducer with External Sensor;  

Loop Powered; Output: RS485 Modbus; 

Accuracy Class as per Datasheet 

19 ... 30 V DC 4,790 

RP18S P18S Temperature humidity sensor with RS 45 port 9 ... 28 V AC/DC 7,550 

P18 / P18D / P18L with 

extended rod & mounting 

flange 

Rod length - 100mm 

On Request Rod length - 200mm 

Rod length - 300mm 

Options for P18 & P18D only 

2 - Analog Outputs (4 ... 20 mA or 0 ... 10 V) 540 

Configuration of parameters acc. to customer's request 555 

Sensor mounted on wire - (wire length ca. 500mm diameter of sensor tube: 12mm diameter of protection 

cover: 11.8mm length of sensor: 85mm) 
880 

Filters for P18 P18D & P18L 

Membrane filter 3,690 

Teflon filter 6,915 

Sintered bronze filter 4,125 

RP19 P19 

Temperature or Humidity Transducer with In-built Sensor;  

Output: RS485 Modbus; 

Accuracy Class as per Datasheet 

19 ... 30 V DC 4,795 

Hall Effect Transducer 

RT23C T23CT 

Hall Effect AC/DC Current Transducer; 

Input: Current -  50 or 100 or 150A AC/ DC  

Output: 4 … 20 mA DC; 

Accuracy Class as per Datasheet 

- 12,600 

RT23C T23CT 

Hall Effect AC/DC Current Transducer; 

Input: Current -  200 or 300A AC/ DC  

Output: 4 … 20 mA DC; 

Accuracy Class as per Datasheet 

- 14,300 

Level Transmitter 

RULT20 ULT20 Level Transmitter  On Request  

Accessory for Special Products (DPM Bargraph Transducers Temperature Controllers I/O Modules Converters) 

RPD14 PD14 Programmer unit for Rishabh products - for USB; Supply from USB Port 2,790 

 



 

 

Rishabh Instruments Pvt. Ltd. 

 Page 10 

 

 

Controllers & Sensors
 

Group Model Size Description Auxiliary Supply 
LP 

(INR) 

Controllers with Constant - Value Control 

RRE01 RE01 
76 x 34 x 80 

mm 

Input: PT100 or PT1000 or NTC or Binary Voltage;  

Output: Relay or binary 0/5 V for relay of SSR type;  

Accuracy Class as per Datasheet 

230 V AC 6,260 

RRE22 RE22 
48 x 48 x 93 

mm 

Input: Universal RTD & T/C or Standard Signals;  

Output: Relay or binary 0/5 V for relay of SSR type;  

Accuracy Class as per Datasheet 

230 V AC OR 

110 V AC OR 

24 V AC 

4,720 

RRL10 RL10 
48 x 48 x 93 

mm 

Input: Universal RTD or T/C;  

Output: Relay; 

Accuracy Class as per Datasheet 

230 V AC 5,795 

Controllers with Analog Settings 

RRE55 RE55 
96 x 96 x 65 

mm 

Temperature Controller with Thumbwheel Operation;  

Input: RTD (PT100 Sensor) or T/C (J or K or S Type);  

Output: Control (Relay or Transistor) and Alarm (Relay Option);                              

Accuracy Class as per Datasheet 

85 ... 253 V AC/ 

DC 
8,970 

Option for RE55   Configurable Version with Buttons and an Alarm Output 2,220 

DIN Rail - Mounted Controller 

RRE60 RE60 
45 x 100 x 120 

mm 

Input: RTD (PT100 Sensor) or T/C (J or K or S Type);  

Output: Relay or Binary 0/5 V for Relay of SSR Type;  

Accuracy Class as per Datasheet 

230V AC 6,160 

Option for RE60 

1 Alarm Relay 480 

2 Alarm Relays 980 

Optional Auxiliary Supply 

110 V AC or 24 V 

AC or 

18 ... 72 V DC 

2,315 

RRE62 RE62 
53 x 110 x 

60.5 mm 

Input: RTD (PT100 Sensor) or T/C (J or K Type) or Standard Signal (Voltage: ±60mV or ±10V; 

Current: ±20 mA) - onsite programmable; 

Output: Relay; 

Accuracy Class as per Datasheet 

22 … 60 V AC & 

20 … 60 V DC  OR 

60 … 253 V AC.  & 

60 … 300 V DC 

8,365 

Options for RE62 

Additional Relay Output - 5A / 230VAC / Binary output 175 

Continuous Output - 0/4 … 20 mA or  0 … 10V or 0 … 5 V 1,805 

Supplying Output 24VDC / 40mA 645 

RS485 Modbus Communication 1,155 

PID Controllers - Basic  

RE70 RE70 
48 x 48 x 93 

mm 

Input: Universal RTD & T/C;  

Output: Relay; 

Accuracy Class as per Datasheet 

230V AC 2,970 

RRE71 RE71 
48 x 48 x 93 

mm 

Input: RTD (PT100 Sensor) or T/C (J or K or S Type);  

Output: Relay or Binary 0/6 V for Relay of SSR type;  

Accuracy Class as per Datasheet 

230V AC 4,705 

RRE81 RE81 
48 x 96 x 93 

mm 

Input: RTD (PT100 Sensor) or T/C (J or K or S Type);  

Output: Main Output - Relay & Second Output - Relay or Binary 0/6 V for Relay of SSR type; 

Accuracy Class as per Datasheet 

230V AC 5,870 
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Controllers & Sensors
 

Group Model Size Description Auxiliary Supply LP (INR) 

Special Purpose 

PID Controllers 

RRE72 RE72 48 x 48 x 93 mm 

Temperature Controller Programmable through econ software; 

Input: Universally Programmable RTD T/C and Standard Signals; 

Output: Relay or Binary 0/5V RS485 Communication;  

Accuracy Class as per Datasheet 

85 ... 253 V AC/ DC 7,770 

Options for RE72 Controller 

Continuous Signal - Analog Output (0/4 ... 20 mA or 0 ... 5/10 V DC) 1,360 

Binary Logic Input 205 

Third Output (Relay) 245 

Power Supply Output (24V DC/ 30mA) for Sensor 560 

Additional Input - Analog Signal (0/4...20 mA) or CT Input 900 

Optional Auxiliary Supply 20 ... 40 V AC/ DC 900 

RRE82 RE82 48 x 96 x 93 mm 

Temperature Controller Programmable through econ software;   

Input: Universally Programmable RTD T/C and Standard Signals; Binary 

Input                                            

Output: 2 Relay in Standard & Optional 2 Outputs: Relay OC; 

Accuracy Class as per Datasheet 

85 ... 253 V AC/ DC 10,720 

Options for RE82 Controller 

Continuous Signal - Analog Output (0/4 ... 20 mA or 0 ... 5/10 V DC) 1,360 

Power Supply Output (24V DC/ 30mA) for Sensor 560 

Optional Auxiliary Supply 20 ... 40 V AC/ DC 900 

CT94 - 50A Current Transformer used with CT Input in RE72 or RE82 - 1,230 

Dual - Loop Controllers 

RRE92 RE92 96 x 96 x 100 mm 

Temperature Controller with Ethernet Facility;  

Input: Universally Programmable 2 - Independent Channels with RTD 

T/C and Standard Signals; 3 Binary Input; 

Output: Relay OC; 

Accuracy Class as per Datasheet 

85 ... 253 V AC/ DC 37,165 

Options for RE92 

Continuous Output Signal - Analog Output (0/4 ... 20 mA or 0 ... 5/10 V DC) - Total 8 Outputs 2,230 

Power Supply Output (24V DC/ 30mA) for Sensor 835 

Additional Measuring Input (3rd - Input) - Standard Signal (0/4 ... 20 mA or 0 ... 5/10 V DC or 0...100/ 

1000 Ω) 
1,030 

Ethernet 1,695 

Injection Moulding Controllers 

RSR11 SR11 11 

Varies on No. of 

Controllers selected 

System with 1 controller 

1 Zone System: 230 V 

AC & 

2 ... 8 Zone            

System:3 x 230/ 400 V 

AC 

24,250 

RSR11 SR11 32 System with 2 controllers 60,120 

RSR11 SR11 33 System with 3 controllers 74,745 

RSR11 SR11 64 System with 4 controllers 93,025 

RSR11 SR11 65 System with 5 controllers 1,27,020 

RSR11 SR11 66 System with 6 controllers 1,25,885 

RSR11 SR11 87 System with 7 controllers 1,44,380 

RSR11 SR11 88 System with 8 controllers 1,57,370 

Extra charges (for 

SR11): 
RS-485 interface for one controller 8,285 
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Controllers & Sensors
 

Group Model Size Description Auxiliary Supply LP (INR) 

Accessories for Injection Moulding Controller 

RBR11 BR11 

- 

Controller for SR11 systems 13,495 

Extra charges: RS-485 interface 1,255 

RZP11 ZP11 1 Connecting set for SR11 1 3m long (for thermocouples and heaters) 16,220 

RZP11 ZP11 2 
Connecting set for SR11 3 SR11 6 SR11 8 3m long (for Thermcouples and heaters)-(SR11 65 SR11 66 

SR11 8 require 2 sets) 
34,740 

RZP11 ZP11 3 Connecting set for SR11 6 3m long (for thermocouples) 64,010 

RZP11 ZP11 4 Connecting set for SR11 6 3m long (for heaters) 37,545 

RZP11 ZP11 5 Connecting set for SR11 8 3m long (for thermocouples) 64,000 

RZP11 ZP11 6 Connecting set for SR11 8 3m long (for heaters) 34,985 

Extra charges: ZP11 6m long 7,450 

RGP11 GP11 Connector for set ZP11 3,945 

PID-Fuzzy Logic Controllers 

RRE41 RE41 96 x 96 x 65 mm PID-Fuzzy Logic Controllers Single Channel Controller 

90...264 V AC 

19,950 

RRE42 RE42 48 x 96 x 80 mm PID-Fuzzy Logic Controllers Single Channel Controller 18,850 

RRE43 RE43 50.7 x 50.7 x 88.5 mm PID-Fuzzy Logic Controllers Single Channel Controller 15,730 

RRE44 RE44 50 x 26.5 x 110.5 mm PID-Fuzzy Logic Controllers Single Channel Controller 14,200 

Extra Charges for RE41 RE42 RE43 & RE44 

voltage 0/5 V for SSR 760 

analog isolated 0/4...20 mA or 0 …10V 1,850 

triac 1A/240V a.c 1,050 

isolated supply for object transducers 20 V/25 mA 3,550 

Auxilliary Supply : 11...26 V a.c./d.c. 4,700 

RS-485  2,500 

Sensors 
RCT1 CT1 CT1 0100 4,500 

RCT1 CT1 CT1 0300 4,100 

RCT1 CT1 CT1 0500 3,400 

RCT1 CT1 CT1 0501 3,400 

RCT1 CT1 CT1 0505 3,400 

RCT1 CT1 CT1 0600 3,350 

RCT1 CT1 CT1 0700 4,300 

RCT1 CT1 CT1 0800 4,200 

RCT1 CT1 CT1 0900 4,350 

RCT1 CT1 CT1 1100 3,900 

RCT1 CT1 CT1 1500 4,600 
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Power Controllers
 

Group Model Size Description Auxiliary Supply LP (INR) 

RRP1 RP1 135 x 201 x 199 mm; 

1 – Phase Thyristorized (Resistive/ Inductive Load) Power Controller; 

Input: Potentiometric (0 to 10 kΩ) Impulse (0/4 ... 32 V) Standard 

Signals (0 ... 5/ 10V or 0/4 ... 20 mA); 

Output: Thyristor (25A 40A 70A 20 ... 440 V 50/60 Hz) Alarming Relay 

PK1 & PK2 (60 mA 350 V Ron= 35 Ω); 

85 ... 135 V AC OR 

195 ... 253 V AC 
 30,435  

RRP1 RP1 135 x 231 x 199 mm 

1 – Phase Thyristorized (Resistive/ Inductive Load) Power Controller; 

Input: Potentiometric (0 to 10 kΩ) Impulse (0/4 ... 32 V) Standard 

Signals (0 ... 5/ 10V or 0/4 ... 20 mA); 

Output: Thyristor (125A 20 ... 440 V 50/60 Hz) Alarming Relay PK1 & 

PK2 (60 mA 350 V Ron= 35 Ω); 

85 ... 135 V AC OR 

195 ... 253 V AC 
 33,975  

RRPL1 RPL1 135 x 201 x 199 mm 

1 – Phase Thyristorized (Resistive or Rectifier Circuit) Power 

Controller; 

Input: Synchronization Input Control Voltage & Current Input Pulse 

Input (0/4...32 V) STOP Signal Input; 

Output: Current (25A 40A 70A 230V AC or 400 V AC or 500V AC) 

Voltage (Master/ Slave - 6 ... 12V) Relay; 

195 ... 253 V AC  28,600  

RRPL1 RPL1 135 x 231 x 199 mm 

1 – Phase Thyristorized (Resistive or Rectifier Circuit) Power 

Controller; 

Input: Synchronization Input Control Voltage & Current Input Pulse 

Input (0/4...32 V) STOP Signal Input; 

Output: Current (125A 230V AC or 400 V AC or 500V AC) Voltage 

(Master/ Slave - 6 ... 12V) Relay; 

195 ... 253 V AC  33,140  

RRP3 RP3 212 x 318 x 177 mm 

3 – Phase Thyristorized (Resistive/ Inductive Load) Power Controller; 

Input: Potentiometric (0 to 10 kΩ) Impulse (0/4 ... 32 V) Standard 

Signals (0 ... 5/ 10V or 0/4 ... 20 mA); 

Output: Current (40A 3 ~ 400 V 50 Hz) Alarming Relay PK1 & PK2 (60 

mA 350 V Ron= 35 Ω); 

195 ... 253 V AC  71,090  

RRP3 RP3 212 x 318 x 177 mm 

3 – Phase Thyristorized (Resistive/ Inductive Load) Power Controller; 

Input: Potentiometric (0 to 10 kΩ) Impulse (0/4 ... 32 V) Standard 

Signals (0 ... 5/ 10V or 0/4 ... 20 mA); 

Output: Current (70A 3 ~ 400 V 50 Hz) Alarming Relay PK1 & PK2 (60 

mA 350 V Ron= 35 Ω); 

195 ... 253 V AC  72,195  

RRP3 RP3 212 x 318 x 177 mm 

3 – Phase Thyristorized (Resistive/ Inductive Load) Power Controller; 

Input: Potentiometric (0 to 10 kΩ) Impulse (0/4 ... 32 V) Standard 

Signals (0 ... 5/ 10V or 0/4 ... 20 mA); 

Output: Current (125A 3 ~ 400 V 50 Hz) Alarming Relay PK1 & PK2 

(60 mA 350 V Ron= 35 Ω); 

195 ... 253 V AC  76,960  

RRP3 RP3 383 x 433 x 281 mm 

3 – Phase Thyristorized (Resistive/ Inductive Load) Power Controller; 

Input: Potentiometric (0 to 10 kΩ) Impulse (0/4 ... 32 V) Standard 

Signals (0 ... 5/ 10V or 0/4 ... 20 mA); 

Output: Current (200A 3 ~ 400 V 50 Hz) Alarming Relay PK1 & PK2 

(60 mA 350 V Ron= 35 Ω); 

195 ... 253 V AC  1,92,475  

RRP3 RP3 383 x 433 x 281 mm 

3 – Phase Thyristorized (Resistive/ Inductive Load) Power Controller;  

Input: Potentiometric (0 to 10 kΩ) Impulse (0/4 ... 32 V) Standard 

Signals (0 ... 5/ 10V or 0/4 ... 20 mA); 

Output: Current (300A 3 ~ 400 V 50 Hz) Alarming Relay PK1 & PK2 

(60 mA 350 V Ron= 35 Ω); 

195 ... 253 V AC  1,87,860  

RRP3 RP3 383 x 433 x 281 mm 

3 – Phase Thyristorized (Resistive/ Inductive Load) Power Controller; 

Input: Potentiometric (0 to 10 kΩ) Impulse (0/4 ... 32 V) Standard 

Signals (0 ... 5/ 10V or 0/4 ... 20 mA); 

Output: Current (450A 3 ~ 400 V 50 Hz) Alarming Relay PK1 & PK2 

(60 mA 350 V Ron= 35 Ω); 

195 ... 253 V AC  1,98,560  

RRP7 RP7 50 x 105 x 105 mm 

1 – Phase Thyristorized (Resistive/ Inductive Load) Power Controller; 

Input: Potentiometric (0 to 10 kΩ) Standard Signals (0 ... 5/ 10V or 

0/4 ... 20 mA); 

Output: Triac (5 10 15 A; 195 .. 230 .. 253 V AC); 

Auxiliary Supply :  85 ... 253 

V or 20 ... 40V AC/ DC (with 

24V DC Supplying Output 

only for N24/ N25 (S & T) 

 9,945  
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Recorders

Group Model Size Description Auxiliary Supply 
LP 

(INR) 

Paperless Recorders 

RKD8 KD8 144 x 144 x 155 mm 

Touch-screen with 4GB Memory card; 

Input: 3 Universal (Programmable) Measuring Inputs  

Output: USB & RS485 Slave; 

Software: KD Connect software 

90 ... 253 V AC  69,490  

Options for KD8 

3 Additional Universal (Programmable) Measuring Inputs (Total 6 Inputs)  3,140  

6 Relays + 4 Logic Inputs (For 3-Channel Recorder Only)  5,690  

12 Relays + 8 Logic Inputs (For 6-Channel Recorder Only)  11,070  

PC Software For KD8 (Setup + Archive)  3,660  

RKD7 KD7 144 x 144 x 155 mm 

Touch-screen with 4GB Memory card;  

Input: Without Measuring Inputs  

Software: KD Connect software Output: USB ; 

90 ... 253 V AC  67,455  

Options for KD7 

6 Standard Measuring Inputs (Fixed Range acc. to Ordering Code)  9,955  

6 Universal (Programmable) Measuring Inputs  14,720  

3 Universal (Programmable) Measuring Inputs  11,275  

8 Relays + 8 OptoMOS Outputs  8,600  

8 Logic Inputs + 4 Analog Outputs  14,895  

Ethernet + RS-485 (Slave)  3,055  

Ethernet + RS-232  3,055  

Mathematic Functions  3,420  

PC Software For KD7 (Setup + Archive)  3,660  

R20 
20-199-00- 

00021 

Compact Flash 

Card 
Memory Card 4GB (Spare Part) for KD7 & KD8  9,450  

Data Acquisition Module with WWW & FTP Server 

RSM61 SM61 45 x 120 x 100 mm 

Data Acquisition Module with WWW server;  

Input: RS485 Modbus; 

Output: RS485/ RS232 / Ethernet With in-built Flash Memory Built-

in FTP & Web Server; 

85 ... 253 V AC/ DC OR 

20 ... 50 V AC/ DC 
 17,055  

RSM61IoT SM61IoT 45 x 120 x 100 mm 

Data Acquisition Module with WWW server; with MQTT 

Input: RS485 Modbus; 

Output: RS485/ RS232 / Ethernet With in-built Flash Memory Built-

in FTP & Web Server; 

 
 17,415  

Option for SM61 & SM61IoT License for Alarm E-Mails  2,380  

Temperature & Humidity Monitor cum Recorder 

RHT20 HT20IoT 150 x 100 x 30 
HT20 Temperature and humidity monitor cum recorder with 

Supply 6V DC 

PoE or 6V 

 19,675  

RHT20 HT20IoT 150 x 100 x 30 
HT20 Temperature and humidity monitor cum recorder with 

Supply 6 V DC  PoE IEEE 802.3af 
 21,825  

Extra Charge for HT20/ HT20IoT/ HT22IoT Conductor for PoE adapter  440  

RHT25 HT25 150 x 100 x 30 Temperature and humidity monitor cum recorder  22,150  

Extra Charge for HT20/ HTIoT/ HT22IoT/ HT25 

6V DC adapter  1,755  

PoE adapter  8,860  

Panel Mount Digital Recorder 

RN30B N30B 96 x 48 x 93 mm 

Digital Panel Mount Recorder with IP65; 

Input: RS485 MODBUS;  

Display: 3 - Colour LED Display with 14mm Digit Height; 

Accuracy Class: As per datasheet 

Output: 2 NO relays; 

85 ... 253 V AC/ DC 

OR 

20 ... 40 V AC/ DC 

 8,600  

Options for N30 Series 
RS485 Interface Analog Output and Pulse Output  3,900  

RS485 Interface Analog Output Pulse Output and 2 Change-Over Relays (NC - C - NO)  4,350  

 

85 ... 253 V AC/ DC OR 

20 ... 50 V AC/ DC 



 

Rishabh Instruments Pvt. Ltd. 

 Page 15 

 

 

 

Converters & IO Modules

Group Model Size Description Auxiliary Supply LP (INR) 

Converters 

RPD22 PD22 45 x 120 x 100 mm Data Concentrator/ Data Logger 
85 ... 253 V AC/ DC OR 

20 ... 50 V AC/DC 
11,510 

RPD51 PD51A 22.5 x 120 x 100 mm Repeater RS485 / RS232 - DIN Rail Mountable 

7 ... 35 V DC OR 

20 ... 40 V AC / DC OR 

85 ... 253 V AC / DC 

6,250 

RPD8 PD8 45 x 120 x 100 mm Converter of the RS485 / Ethernet 
85 ... 253 V AC / DC OR 

20 ... 50 V AC / DC 
25,470 

RPD10 PD10 52 x 44 x 24 mm Converter RS485 / USB 5V taken from USB port 4,520 

I/O Modules 

Input Modules 

RSM1 SM1 22.5 x 120 x 100 mm 

2 - Channel Input Module of Analog Signals with 

RS485 Interface;  

Input: Temperature Standard Signals (Current or 

Voltage) Resistances; 

Output: RS485 Modbus Communication; 

85 ... 253 V AC/ DC 

 OR 

20 ... 50 V AC/DC 

8,530 

RSM2 SM2 45 x 120 x 100 mm 

4 - Channel Input Module of Analog Signals with 

RS485 Interface;  

Input: Temperature Standard Signals (Current or 

Voltage) Resistances; 

Output: RS485 Modbus Communication; 

16,730 

RSM3 SM3 22.5 x 120 x 100 mm 

2 - Channel Input Module of Digital Signals with 

RS485 Interface;  

Input: Logic/ Binary Input or Counter Input;                      

Output: RS485 Modbus Communication; 

7,450 

RSM5 SM5 45 x 120 x 100 mm 

8 - Channel Input Module of Digital Signals with 

RS485 Interface;  

Input: Logic/ Binary Input;                                               

Output: RS485 Modbus Communication; 

7,600 

RS4AI S4AI 53 x 110 x 60.5 mm 

4 - Channel Analog input with RS485 Modbus 

Interfaces;  

Input:  4 Programmable Analog Inputs: ±10 V /  ±20 

mA OR 

4x Programmable Analog Inputs: Pt100 Pt500 

Pt1000 J K S ±150 mV 

Output: RS485 Modbus Communication; 

85 … 253 V AC 

90 … 300 V DC OR 

20 … 40 V AC 

20 … 60 V DC 

17,190 

Output Modules 

RSM4 SM4 45 x 120 x 100 mm 

4 - Channel Relay output or 8 - Channel OC type 

Output with RS485 Interfaces; 

Input: RS485 Modbus Communication;  

Output: 4 Relay outputs of 8 OC Outputs; 

85 ... 253 V AC/ DC 

OR 

20 ... 50 V AC/ DC 

8,150 

RS4AO S4AO 53 x 110 x 60.5 mm 

4 - Channel Analog output with RS485 Modbus 

Interfaces; 

Input: RS485 Modbus Communication;                   

Output: 4 Analog outputs; 

85 … 253 V AC 

90 … 300 V DC OR 

20 … 40 V AC 

20 … 60 V DC 

16,280 
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Terms and conditions   

 This issue of Price List supersedes all previous Price Lists 

 All Prices listed are in INR (Indian Rupee) 

 The prices are subject to change without prior notice 

 List Prices mentioned are exclusive of all taxes & duties 

 Prices charged will be as prevailing on the date of dispatch 

 Minimum order value criterion should be observed while ordering 

 The company reserves the right to supply goods at its discretion 

 For any non-standard requirement, please contact nearest sales office regarding technical feasibility, price & delivery 

Warranty 

All the products listed in the Price List carry a warranty of     months against manufacturing defects (unless otherwise 

specified) from the date of purchase or 24 months from the date of commissioning, whichever is earlier. 

Delivery 

Products ordered would be available within 4 to 6 Weeks considering technically correct order along with proper 

ordering information as given in datasheet or derived from the configurator 

QI Certificate & Calibration Certificate 

 QI Certificate could be availed free of charge however the code should be selected at the time of ordering itself 

 Calibration certificate is available on chargeable basis. Kindly contact HO for considering the additional price in 

the offering 

Note 

 Prices for products listed as "On Request", could be availed by contacting Head Office 

 For Energy Management Solutions (EMS) enquiries, please contact nearest sales office 

 Kindly refer respective datasheets for detailed technical specifications. Technical specs given in this pricelist are in 

abbreviated form for easy understanding only. These should not be considered as final specification for selection 

of product 

 Since the product approbations mentioned in the price list are on generic header level, kindly refer our latest 

datasheet for model wise approbation details 

Website 

 In order to refer to updates on New Products and Latest Updated Datasheets, follow link of 

website: https://www.lumel.com.pl/en/ 

 Datasheets, User Manuals and respective product software's and device drivers could be downloaded from the 

respective pages on website 

 For easy selection of product code, please refer configurator available on Lumel website -

 https://www.lumel.com.pl/en/configurator 

36



For further details please contact us at connect@rishabh.co.in / marketing@rishabh.co.in
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